
Index no. Lamp Weight   Length Socket

418.114E EVG, 1x14W T5 2,65 kg   674 mm G-5

418.114ED EVG DIM, 1x14W T5 2,65 kg   674 mm G-5

418.124E EVG, 1x24W T5 2,65 kg   674 mm G-5

418.124ED EVG DIM, 1x24W T5 2,65 kg   674 mm G-5

418.121E EVG, 1x21W T5 3,45 kg   974 mm G-5

418.121ED EVG DIM, 1x21W T5 3,45 kg   974 mm G-5

418.139E EVG, 1x39W T5 3,45 kg   974 mm G-5

418.139ED EVG DIM, 1x39W T5 3,45 kg   974 mm G-5

418.128E EVG, 1x28W T5 4,25 kg 1274 mm G-5

418.128ED EVG DIM, 1x28W T5 4,25 kg 1274 mm G-5

418.154E EVG, 1x54W T5 4,25 kg 1274 mm G-5

418.154ED EVG DIM, 1x54W T5 4,25 kg 1274 mm G-5

418.135E EVG, 1x35W T5 5,05 kg 1574 mm G-5

418.135ED EVG DIM, 1x35W T5 5,05 kg 1574 mm G-5

418.149E EVG, 1x49W T5 5,05 kg 1574 mm G-5

418.149ED EVG DIM, 1x49W T5 5,05 kg 1574 mm G-5

418.180E EVG, 1x80W T5 5,05 kg 1574 mm G-5

418.180ED EVG DIM, 1x80W T5 5,05 kg 1574 mm G-5

Index no. Lamp Weight   Length Socket

418.214E EVG, 2x14W T5 2,75 kg   674 mm G-5

418.214ED EVG DIM, 2x14W T5 2,75 kg   674 mm G-5

418.224E EVG, 2x24W T5 2,75 kg   674 mm G-5

418.224ED EVG DIM, 2x24W T5 2,75 kg   674 mm G-5

418.221E EVG, 2x21W T5 3,55 kg   974 mm G-5

418.221ED EVG DIM, 2x21W T5 3,55 kg   974 mm G-5

418.239E EVG, 2x39W T5 3,55 kg   974 mm G-5

418.239ED EVG DIM, 2x39W T5 3,55 kg   974 mm G-5

418.228E EVG, 2x28W T5 4,35 kg 1274 mm G-5

418.228ED EVG DIM, 2x28W T5 4,35 kg 1274 mm G-5

418.254E EVG, 2x54W T5 4,35 kg 1274 mm G-5

418.254ED EVG DIM, 2x54W T5 4,35 kg 1274 mm G-5

418.235E EVG, 2x35W T5 5,15 kg 1574 mm G-5

418.235ED EVG DIM, 2x35W T5 5,15 kg 1574 mm G-5

418.249E EVG, 2x49W T5 5,15 kg 1574 mm G-5

418.249ED EVG DIM, 2x49W T5 5,15 kg 1574 mm G-5

418.280E EVG, 2x80W T5 5,15 kg 1574 mm G-5

418.280ED EVG DIM, 2x80W T5 5,15 kg 1574 mm G-5

Pendent direct/indirect luminaire for T5 lamp with opal diffuser. Body is 

made of aluminium profile PROFI 58. Standard colours: structure grey, 

white or anodized aluminium - all other colours on request. Standard 

length of suspension set - 1 meter.

PROFI 58 TEC5 OP

Lamp WeightWeight   LengthLength Socket

VG, 1x14W T5 2,65 kg   674 mm G-5

DIM, 1x14W T5 2,65 kg   674 mm G-5

24W T5 2,65 kg   674 mm G-5

x24W T5 2,65 kg  674 mm G-5

5 3,45 kg   974 mm G-5

T5 3,45 kg  974 mm G-5

3,45 kg   974 mm

3,45 kg  974 mm

25 kg 1274 m

kg 127


