
WALI LEDIZ®

ARCHITECTURAL LIGHTING
Decorative LED wall mounted luminaire.

• Mounting: wall-mounted
• Lighting source: embedded LED modules featuring LEDIZ®, an 

exclusive and patented technology by Dietal
• Electrical equipment: LED DRIVE® driver
• Housing: steel sheet, grey Ral 9006 powder coated finish
• Optical system: central screen made of opaque polycarbonate, 

lateral diffusers made of tempered glass Securit
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 •  montaje: soporte mural

•  Fuente luminosa: módulos led integrados con 
la tecnología única y patentada lediZ®

•  equipo eléctrico: driver led drive®

•  cuerpo: estructura de acero, acabado pintura 
epoxi gris ral 9006

•  sistema óptico: pantalla central de 
policarbonato opaco, difusores laterales de 
vidrio templado securit 

  

 designatiOn  lm 
output

 W
 system

 lm/W  cct  cri
 cri 
r9

 ta (min/max)
  

  Wali lediZ® 1000/830   1000 lm   14W   72 lm/W   3000 k   > 80   > 15   +10°c / +35°c   1   50 

  Wali lediZ® 1100/840   1100 lm   14W   79 lm/W   4000 k   > 80   > 25   +10°c / +35°c   1   50 

dOnnées techniQues | technical data

 Wali lediZ® 1100/840 

  a  b  h

  Wali lediZ® 1000 - 1100   350   33   350 
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