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The LUG Company reserves right to introduce any construction changes and improvements into the lighting luminairesDate of issue:

LOUVER & RECESSED LUMINAIRESGroup in catalogue:

IK

04 40

Code Power LED [W] Luminaire power [W] Lumen LED [lm]1) Lumen luminaire [lm]1) Colour 
temperature [K] CRI [Ra] Dimensions [mm]

L W H Weight [kg]

300061.00002 33 37 4500 3700 4000 >80 595 595 60 3,1

300061.00022 33 37 4500 3700 3000 >80 595 595 60 3,1

300061.00001 22 24 3150 2600 4000 >80 595 595 60 3,1

300061.00021 22 24 3150 2600 3000 >80 595 595 60 3,1

300061.00012 33 37 4500 3700 4000 >80 620 620 60 3,2

300061.00032 33 37 4500 3700 3000 >80 620 620 60 3,2

300061.00011 22 24 3150 2600 4000 >80 620 620 60 3,2

300061.00031 22 24 3150 2600 3000 >80 620 620 60 3,2

1) Luminous flux tolerance +/- 10%

DESCRIPTION:
modern recessed luminaire for modular suspended ceilings for LED light sources

TECHNICAL DATA
Body: powder-painted steel sheet
Colour: white
Way of mounting: directly in the ceiling construction

ELECTRICAL DATA
Type of equipment: LED driver
Including light source: yes

OPTICAL DATA
Way of lighting: direct
Louver / diffuser: opal plexiglass diffuser (PLX)

ADDITIONAL INFO
Application: public utility buildings, offices, conference and computer rooms, corridors

Accessories

150210.00605 Mounting frame for 
plasterboard ceilings 595x595

PLAFO 195 LED

IMPERIAL reserves rights to introduce any construction or technical changes in the products.
Wattage of products may vary due to constant LED efficacy improvements.

O 195

75

Surface mounted LED luminaire. Body is made of steel and aluminium and it 
is available in all RAL colours. 
Suspended version on request.

Index no.
Lumen 
output

Wattage
Colour 
temp.

Colour
rendering

index
Lifetime Weight

004416.1500/830 1500 lm 14 W 3000 K Ra > 80 50.000 h 2,10 kg

004416.1500/840 1500 lm 13 W 4000 K Ra > 80 50.000 h 2,10 kg

PASSIVE
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Surface mounted LED luminaire. Body is made of steel and aluminium and 
it is available in all RAL colours.
Suspended version on request.
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Index Number
004416.1500/830
004416.1500/840

Lumen Output
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1500 lm

Wattage Colour Temp
Colour 

rendering index WeightLifetime
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Ra > 80
Ra > 80

2.10 kg
2.10 kg

50.000 h
50.000 h


