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DLK 100 MASTER LED

LED DISC 2 SQ

100

85

90

Recessed LED luminaire. Body is made of steel and aluminium and 
it is available in all RAL colours. Light source - Philips MASTER 
LEDspot or Osram LED PARATHOM. 

High quality, energy efficient white LED light with CRI 80.
Replacement for 50W halogen lamps. 

Applications:
• Retail: shop windows, accent and display lighting
• Hospitality: lobbies, reception areas, restaurants, bars
• Recreation: museums, galleries, theatres and other public places

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam 

angle Weight

0000-004537.350/827/25D 350 lm 5,5 W 2700 K 80 Ra 40,000 h GU10 25o 0,40 kg
0000-004537.350/827/40D 350 lm 5,5 W 2700 K 80 Ra 40,000 h GU10 40o 0,40 kg
0000-004537.350/827/60D 350 lm 5,5 W 2700 K 80 Ra 40,000 h GU10 60o 0,40 kg
0000-004537.375/830/25D 375 lm 5,5 W 3000 K 80 Ra 40,000 h GU10 25o 0,40 kg
0000-004537.375/830/40D 375 lm 5,5 W 3000 K 80 Ra 40,000 h GU10 40o 0,40 kg
0000-004537.375/830/60D 375 lm 5,5 W 3000 K 80 Ra 40,000 h GU10 60o 0,40 kg
0000-004537.385/840/25D 385 lm 5,5 W 4000 K 80 Ra 40,000 h GU10 25o 0,40 kg

IP20 230 V
50 Hz

PASSIVE

100

wycięcie 100x100

110

10
5

1,
5

Recessed Fortimo LED Disc luminaire. Body is made of aluminium. 
All RAL colours are available.
Product features:
• Leading edge dimming
• Superior light quality and performance
• Innovative and reliable LED solution
• Integrated driver
• Built-in beam angle (80°)

Ideal for replacing halogen 50 W, CFL 2x13W or incandescent 60W 
solutions in various applications:
• Hospitality, healthcare and cruise ship applications: corridors, 
service areas, lobbies, lounges, restaurants, reception areas
• Home applications: ceiling luminaires, shelf lighting 
• Retail applications: corridors, changing rooms
• Office applications: corridors, meeting rooms

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003687.800/827 800 lm 12 W 2700 K 80 Ra 50,000 h 0,50 kg
0000-003687.800/830 800 lm 12 W 3000 K 80 Ra 50,000 h 0,50 kg
0000-003687.850/840 850 lm 11 W 4000 K 80 Ra 50,000 h 0,50 kg

IP20 230 V
50 Hz

PASSIVE
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DLK 130 LED DISC

DLK 140 FORTIMO TWIST

Recessed adjustable Fortimo LED Disc luminaire. Body is made of 
aluminium. All RAL colours are available.

Product features:
• Leading edge dimming
• Superior light quality and performance
• Innovative and reliable LED solution



UNO ECO LED MINI

UNO ECO LED

DLXS 220 ECO LED

Recessed LED downlights. 
Body is made of steel and aluminium and can be painted in any RAL colour. 
Silver glossy reflector in standard, white painted on request. 

kwadracik wyciecia 
125x125

152

123

75125

dziura 185

84

214

173

185

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004380.2000/830 2000 lm 26 W 3000 K 80 Ra 30,000 h 0,70 kg
0000-004380.2000/840 2000 lm 26 W 4000 K 80 Ra 30,000 h 0,70 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004467.1000/830 1000 lm 13 W 3000 K 80 Ra 30,000 h 0,40 kg
0000-004467.1000/840 1000 lm 13 W 4000 K 80 Ra 30,000 h 0,40 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE

203

220

11
8

203

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004364.2000/830 2000 lm 26W 3000K 80 Ra 30,000 h 1,20 kg
0000-004364.2000/840 2000 lm 26W 4000K 80 Ra 30,000 h 1,20 kg

IP44 230 V
50 Hz

PASSIVE

• IP44 
• decorative front frame made of stainless steel
   and covered with central mat or clear glass
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DLK 170 FORTIMO LED DLM

DLK 185 FORTIMO TWIST

Recessed LED luminaire. Body is made of steel and aluminium 
and it is available in all RAL colours. Light source - Philips Fortimo 
LED DLM module. Standard EVG ballast, Touch DALI version on 
request (please add TD after index number). This LED downlight is 
also available with 3 hour emergency unit.

High quality, energy efficient white LED light with CRI 80.

Perfect replacement for CFL downlights in:
• Offices
• Public buildings
• Hotel lobbies and receptions
• Retail

kwadracik wyciecia 
160x160

170

15
6160

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004523.1100/830 1100 lm 14 W 3000 K 80 Ra 50,000 h 2,30 kg
0000-004523.1100/840 1100 lm 12 W 4000 K 80 Ra 50,000 h 2,30 kg
0000-004523.2000/830 2000 lm 24 W 3000 K 80 Ra 50,000 h 2,30 kg
0000-004523.2000/840 2000 lm 22 W 4000 K 80 Ra 50,000 h 2,30 kg

IP20 230 V
50 Hz

PASSIVE

168

Recessed LED luminaire. Body is made of steel, reflector of 
aluminium. Ring is available in all RAL colours. Superior-quality 
white LED light, integrated driver. Dimmable via leading edge 
dimming. Light source - Philips Fortimo Twist. Optional IP44 clear 
or mat glass on request.

Applications:

• Replacement for halogen or CFL downlights
• Hospitality, healthcare and cruise ship applications: corridors, 
service areas, lobbies, lounges, restaurants, reception areas
• Home applications: ceiling luminaires 
• Retail applications: corridors, changing rooms
• Office applications: corridors, meeting rooms, reception areas

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003485.2000/830 2000 lm 30 W 3000 K 80 Ra 50,000 h 2,00 kg
0000-003485.2000/840 2000 lm 28 W 4000 K 80 Ra 50,000 h 2,00 kg

IP20 230 V
50 Hz

PASSIVE
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DLK 185 FORTIMO LED DLM

DLK 185 LEXEL

otwór 168

185

17
5168

otwór 168

185

17
5

168

Recessed LED luminaire. Body is made of steel and aluminium 
and it is available in all RAL colours. Light source - Philips Fortimo 
LED DLM module. Standard EVG ballast, Touch DALI version on 
request (please add TD after index number). Optional IP44 clear 
or mat glass. This LED downlight is also available with 3 hour 
emergency unit.

High quality, energy efficient white LED light with CRI 80.

Perfect replacement for CFL downlights in:

• Offices
• Public buildings
• Hotel lobbies and receptions
• Retail

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-002587.1100/830 1100 lm 14 W 3000K 80 Ra 50,000 h 2,50 kg
0000-002587.1100/840 1100 lm 12 W 4000K 80 Ra 50,000 h 2,50 kg
0000-002587.2000/830 2000 lm 24 W 3000K 80 Ra 50,000 h 2,50 kg
0000-002587.2000/840 2000 lm 22 W 4000K 80 Ra 50,000 h 2,50 kg
0000-002587.3000/830 3000 lm 37 W 3000K 80 Ra 50,000 h 2,50 kg
0000-002587.3000/840 3000 lm 34 W 4000K 80 Ra 50,000 h 2,50 kg

IP20 230 V
50 Hz

PASSIVE

Recessed LED luminaire creating thousands of shades of white 
and colours from a single source, designed for general lighting 
applications. Body is made of steel and aluminium and it is 
available in all RAL colours. Light source - Philips LEXEL LED 
module. Standard DMX controlled Touch DALI ballast. Optional 
IP44 clear or mat glass on request.

Create various lighting atmospheres with selection of white and 
coloured shapes.

Applications:
• Shops: shop windows, wall-washers, laisure areas, focus islands
• Offices: presentation areas, reception, board rooms
• Hospitality: lobbies, reception areas, restaurants, bars
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-002589.1100 1100 lm 24 W 2700-6500 K 80 Ra 50,000 h 1,94 kg
0000-002589.2000 2000 lm 40 W 2700-6500 K 80 Ra 50,000 h 1,94 kg

IP20 230 V
50 Hz

PASSIVE
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DLK 210 FORTIMO DQ

DB 300 LED

Recessed LED luminaire. Body is made of steel and aluminum and 
it is available in all RAL colours. Light source - Philips Fortimo LED 
DLM module. Standard EVG ballast, Touch DALI version on request 
(please add TD after index number). This LED downlight is also 
available with 3 hour emergency unit. 

High quality, energy efficient white LED light with CRI 80. 

Perfect replacement for CFL downlights in: 
• Offices 
• Public buildings 
• Hotel lobbies and receptions 
• Retail

190x190

21
0

210

17
6

190

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003781.1100/830 1100 lm 14 W 3000 K 80 Ra 50,000 h 1,95 kg
0000-003781.1100/840 1100 lm 12 W 4000 K 80 Ra 50,000 h 1,95 kg
0000-003781.2000/830 2000 lm 24 W 3000 K 80 Ra 50,000 h 1,95 kg
0000-003781.2000/840 2000 lm 22 W 4000 K 80 Ra 50,000 h 1,95 kg
0000-003781.3000/830 3000 lm 37 W 3000 K 80 Ra 50,000 h 1,95 kg
0000-003781.3000/840 3000 lm 34 W 4000 K 80 Ra 50,000 h 1,95 kg

Additional cross louver on request – 
index number for this louver is 0083

IP20 230 V
50 Hz

PASSIVE

267

70

298

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003472.1400/840 1400 lm 16 W 4000 K 80 Ra 50,000 h 2,60 kg
0000-003472.2000/840 2000 lm 23 W 4000 K 80 Ra 50,000 h 2,60 kg
0000-003472.2600/840 2600 lm 33 W 4000 K 80 Ra 50,000 h 2,60 kg
0000-003472.1350/830 1350 lm 16 W 3000 K 80 Ra 50,000 h 2,60 kg
0000-003472.1900/830 1900 lm 23 W 3000 K 80 Ra 50,000 h 2,60 kg
0000-003472.2500/830 2500 lm 33 W 3000 K 80 Ra 50,000 h 2,60 kg

Recessed LED luminaire. Body is made of steel and aluminium and 
it is available in all RAL colours. Light source - custom made LED 
plate - OSRAM Technology included. Standard EVG ballast, DALI 
version on request. 

High quality, energy efficient white LED light.

Perfect replacement for CFL downlights in:

• Offices
• Public buildings
• Hotel lobbies and receptions
• Retail

IP44 230 V
50 Hz

PASSIVE
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UNO SLM

DUO SLM

Recessed adjustable LED luminaires. 
Body is made of steel and aluminium and it is 
available in all RAL colours. 
Light source - Philips Fortimo SLM or Osram 
PrevaLED. 
Standard EVG ballast, Touch DALI version on 
request (please add TD after index number). 
Product available with passive or active cooling. 

High quality, energy efficient white LED light with CRI 80 
and more.

Applications:
• Retail: shop windows, wall - washing, accent and display 
lighting
• Hospitality: lobbies, reception areas, restaurants, bars, 
elevators
• Recreation: museums, galleries, theatres and other public 
places

275

15
8

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003047.1100/830 1100 lm 12 W 3000 K 82 Ra 50,000 h 2,26 kg
0000-003047.1100/840 1100 lm 12 W 4000 K 82 Ra 50,000 h 2,26 kg
0000-003047.1100/927 1100 lm 12 W 2700 K 97 Ra 50,000 h 2,26 kg
0000-003047.1100/930 1100 lm 12 W 3000 K 97 Ra 50,000 h 2,26 kg
0000-003047.1100/940 1100 lm 12 W 4000 K 97 Ra 50,000 h 2,26 kg
0000-003047.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 2,26 kg
0000-003047.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 2,26 kg
0000-003047.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 2,26 kg
0000-003047.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 2,26 kg
0000-003047.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 2,26 kg
0000-003047.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 2,26 kg
0000-003047.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 2,26 kg
0000-003047.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 2,26 kg
0000-003047.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 2,26 kg
0000-003047.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 2,26 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003048.21100/830 2x1100 lm 2x12 W 3000 K 82 Ra 50,000 h 4,18 kg
0000-003048.21100/840 2x1100 lm 2x12W 4000 K 82 Ra 50,000 h 4,18 kg
0000-003048.21100/927 2x1100 lm 2x12 W 2700 K 97 Ra 50,000 h 4,18 kg
0000-003048.21100/930 2x1100 lm 2x12 W 3000 K 97 Ra 50,000 h 4,18 kg
0000-003048.21100/940 2x1100 lm 2x12 W 4000 K 97 Ra 50,000 h 4,18 kg
0000-003048.22000/830 2x2000 lm 2x21 W 3000 K 82 Ra 50,000 h 4,18 kg
0000-003048.22000/840 2x2000 lm 2x21 W 4000 K 82 Ra 50,000 h 4,18 kg
0000-003048.22000/927 2x2000 lm 2x21 W 2700 K 97 Ra 50,000 h 4,18 kg
0000-003048.22000/930 2x2000 lm 2x21 W 3000 K 97 Ra 50,000 h 4,18 kg
0000-003048.22000/940 2x2000 lm 2x21 W 4000 K 97 Ra 50,000 h 4,18 kg
0000-003048.23000/830 2x3000 lm 2x30 W 3000 K 82 Ra 50,000 h 4,18 kg
0000-003048.23000/840 2x3000 lm 2x30 W 4000 K 82 Ra 50,000 h 4,18 kg
0000-003048.23000/927 2x3000 lm 2x30 W 2700 K 97 Ra 50,000 h 4,18 kg
0000-003048.23000/930 2x3000 lm 2x30 W 3000 K 97 Ra 50,000 h 4,18 kg
0000-003048.23000/940 2x3000 lm 2x30 W 4000 K 97 Ra 50,000 h 4,18 kg

ACTIVE

IP20 230 V
50 Hz

PASSIVE

ACTIVE

IP20 230 V
50 Hz

PASSIVE

140

245x140

TRE SLM

QUATTRO SLM

Recessed adjustable LED luminaires. 
Body is made of steel and aluminium and it is 
available in all RAL colours. 
Light source - Philips Fortimo SLM or Osram 
PrevaLED. 
Standard EVG ballast, Touch DALI version on 
request (please add TD after index number). 
Product available with passive or active cooling. 

High quality, energy efficient white LED light with CRI 80 
and more.

Applications:
• Retail: shop windows, wall - washing, accent and display 
lighting
• Hospitality: lobbies, reception areas, restaurants, bars, 
elevators
• Recreation: museums, galleries, theatres and other public 
places

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003049.31100/830 3x1100 lm 3x12 W 3000 K 82 Ra 50,000 h 6,10 kg
0000-003049.31100/840 3x1100 lm 3x12 W 4000 K 82 Ra 50,000 h 6,10 kg
0000-003049.31100/927 3x1100 lm 3x12 W 2700 K 97 Ra 50,000 h 6,10 kg
0000-003049.31100/930 3x1100 lm 3x12 W 3000 K 97 Ra 50,000 h 6,10 kg
0000-003049.31100/940 3x1100 lm 3x12 W 4000 K 97 Ra 50,000 h 6,10 kg
0000-003049.32000/830 3x2000 lm 3x21 W 3000 K 82 Ra 50,000 h 6,10 kg
0000-003049.32000/840 3x2000 lm 3x21 W 4000 K 82 Ra 50,000 h 6,10 kg
0000-003049.32000/927 3x2000 lm 3x21 W 2700 K 97 Ra 50,000 h 6,10 kg
0000-003049.32000/930 3x2000 lm 3x21 W 3000 K 97 Ra 50,000 h 6,10 kg
0000-003049.32000/940 3x2000 lm 3x21 W 4000 K 97 Ra 50,000 h 6,10 kg
0000-003049.33000/830 3x3000 lm 3x30 W 3000 K 82 Ra 50,000 h 6,10 kg
0000-003049.33000/840 3x3000 lm 3x30 W 4000 K 82 Ra 50,000 h 6,10 kg
0000-003049.33000/927 3x3000 lm 3x30 W 2700 K 97 Ra 50,000 h 6,10 kg
0000-003049.33000/930 3x3000 lm 3x30 W 3000 K 97 Ra 50,000 h 6,10 kg
0000-003049.33000/940 3x3000 lm 3x30 W 4000 K 97 Ra 50,000 h 6,10 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003072.41100/830 4x1100 lm 4x12 W 3000 K 82 Ra 50,000 h 7,80 kg
0000-003072.41100/840 4x1100 lm 4x12 W 4000 K 82 Ra 50,000 h 7,80 kg
0000-003072.41100/927 4x1100 lm 4x12 W 2700 K 97 Ra 50,000 h 7,80 kg
0000-003072.41100/930 4x1100 lm 4x12 W 3000 K 97 Ra 50,000 h 7,80 kg
0000-003072.41100/940 4x1100 lm 4x12 W 4000 K 97 Ra 50,000 h 7,80 kg
0000-003072.42000/830 4x2000 lm 4x21 W 3000 K 82 Ra 50,000 h 7,80 kg
0000-003072.42000/840 4x2000 lm 4x21 W 4000 K 82 Ra 50,000 h 7,80 kg
0000-003072.42000/927 4x2000 lm 4x21 W 2700 K 97 Ra 50,000 h 7,80 kg
0000-003072.42000/930 4x2000 lm 4x21 W 3000 K 97 Ra 50,000 h 7,80 kg
0000-003072.42000/940 4x2000 lm 4x21 W 4000 K 97 Ra 50,000 h 7,80 kg
0000-003072.43000/830 4x3000 lm 4x30 W 3000 K 82 Ra 50,000 h 7,80 kg
0000-003072.43000/840 4x3000 lm 4x30 W 4000 K 82 Ra 50,000 h 7,80 kg
0000-003072.43000/927 4x3000 lm 4x30 W 2700 K 97 Ra 50,000 h 7,80 kg
0000-003072.43000/930 4x3000 lm 4x30 W 3000 K 97 Ra 50,000 h 7,80 kg
0000-003072.43000/940 4x3000 lm 4x30 W 4000 K 97 Ra 50,000 h 7,80 kg

ACTIVE

IP20 230 V
50 Hz

PASSIVE

ACTIVE

IP20 230 V
50 Hz

PASSIVE

375x140

255x255
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UNO FORTIMO

DUO FORTIMO

190

375 x 190

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003058.1100/830 1100 lm 14 W 3000 K 80 Ra 50,000 h 3,30 kg
0000-003058.1100/840 1100 lm 12 W 4000 K 80 Ra 50,000 h 3,30 kg
0000-003058.2000/830 2000lm 24 W 3000 K 80 Ra 50,000 h 3,30 kg
0000-003058.2000/840 2000lm 22 W 4000 K 80 Ra 50,000 h 3,30 kg
0000-003058.3000/830 3000lm 37 W 3000 K 80 Ra 50,000 h 3,30 kg
0000-003058.3000/840 3000lm 34 W 4000 K 80 Ra 50,000 h 3,30 kg

0000-003058.3000/830/F 2700lm 43W 3000 K 75 Ra 50,000 h 3,30 kg
0000-003058.3000/840/F 2700lm 41W 4000 K 75 Ra 50,000 h 3,30 kg

Last two items are with Fortimo Food modules.

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003059.21100/830 2x1100 lm 2x14 W 3000 K 80 Ra 50,000 h 6,50 kg
0000-003059.21100/840 2x1100 lm 2x12 W 4000 K 80 Ra 50,000 h 6,50 kg
0000-003059.22000/830 2x2000lm 2x24 W 3000 K 80 Ra 50,000 h 6,50 kg
0000-003059.22000/840 2x2000lm 2x22 W 4000 K 80 Ra 50,000 h 6,50 kg
0000-003059.23000/830 2x3000lm 2x37 W 3000 K 80 Ra 50,000 h 6,50 kg
0000-003059.23000/840 2x3000lm 2x34 W 4000 K 80 Ra 50,000 h 6,50 kg

0000-003059.23000/830/F 2x2700lm 2x43W 3000 K 75 Ra 50,000 h 6,50 kg
0000-003059.23000/840/F 2x2700lm 2x41W 4000 K 75 Ra 50,000 h 6,50 kg

Last two items are with Fortimo Food modules.

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE

Recessed adjustable LED luminaire. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo LED DLM or Fortimo Food module. Standard 
EVG ballast, Touch DALI version on request (please add TD after 
index number). This LED downlight is also available with 3 hour 
emergency unit.

High quality, energy efficient white LED light with CRI 80.

Perfect replacement for CFL downlights in:
• Offices
• Public buildings
• Hotel lobbies and receptions
• Retail

Recessed adjustable LED luminaire. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo LED DLM or Fortimo Food module. Standard 
EVG ballast, Touch DALI version on request (please add TD after 
index number). This LED downlight is also available with 3 hour 
emergency unit.

High quality, energy efficient white LED light with CRI 80.

Perfect replacement for CFL downlights in:
• Offices
• Public buildings
• Hotel lobbies and receptions
• Retail

DLK 125 FORTIMO SLM

DLK 220 FORTIMO LED

wycięcie 110x110

126

12
6

11
0

9110

dziura 185x185

18
5

220

184

185

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003782.1100/830 1100 lm 14 W 3000 K 80 Ra 50,000 h 3,02 kg
0000-003782.1100/840 1100 lm 12 W 4000 K 80 Ra 50,000 h 3,02 kg
0000-003782.2000/830 2000 lm 24 W 3000 K 80 Ra 50,000 h 3,02 kg
0000-003782.2000/840 2000 lm 22 W 4000 K 80 Ra 50,000 h 3,02 kg
0000-003782.3000/830 3000 lm 37 W 3000 K 80 Ra 50,000 h 3,02 kg
0000-003782.3000/840 3000 lm 34 W 4000 K 80 Ra 50,000 h 3,02 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003730.1100/830 1100 lm 12 W 3000 K 82 Ra 50,000 h 1,06 kg
0000-003730.1100/840 1100 lm 12 W 4000 K 82 Ra 50,000 h 1,06 kg
0000-003730.1100/927 1100 lm 12 W 2700 K 97 Ra 50,000 h 1,06 kg
0000-003730.1100/930 1100 lm 12 W 3000 K 97 Ra 50,000 h 1,06 kg
0000-003730.1100/940 1100 lm 12 W 4000 K 97 Ra 50,000 h 1,06 kg
0000-003730.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 1,06 kg
0000-003730.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 1,06 kg
0000-003730.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 1,06 kg
0000-003730.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 1,06 kg
0000-003730.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 1,06 kg
0000-003730.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 1,06 kg
0000-003730.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 1,06 kg
0000-003730.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 1,06 kg
0000-003730.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 1,06 kg
0000-003730.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 1,06 kg

IP20 230 V
50 Hz

ACTIVE

IP20 230 V
50 Hz

PASSIVE

Recessed square LED luminaire. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo SLM or Osram PrevaLED. Standard EVG ballast, 
Touch DALI version on request (please add TD after index 
number). Optional IP44 mat or clear glass.

High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas, restaurants, bars, elevators
• Recreation: museums, galleries, theatres and other public places

Recessed square LED luminaire. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo LED DLM module. Standard EVG ballast, Touch 
DALI version on request (please add TD after index number). 
This LED downlight is also available with 3 hour emergency unit.

High quality, energy efficient white LED light with CRI 80. 

Perfect replacement for CFL downlights in: 
• Offices 
• Public buildings 
• Hotel lobbies and receptions 
• Retail

68
Indoor - Square Recessed GARRABRIDGE reserves rights to introduce any construction or technical changes in the products.

Wattage of products may vary due to constant LED efficacy improvements. 69
Indoor - Square RecessedGARRABRIDGE reserves rights to introduce any construction or technical changes in the products.

Wattage of products may vary due to constant LED efficacy improvements.



DUO VL ECO LED

TRE VL ECO LED

Recessed LED downlight. Body is made of steel and aluminium 
and can be painted in any RAL colour. Silver glossy reflector in 
standard, white painted on request. 

74
15

2

267

240

12
5
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MODULIGHT-X LED LINE

FLATEO 600 LED

Recessed LED luminaire with opal diffuser designed for modular 
ceiling. Light source - Fortimo LED Line or PrevaLED Linear. 
Standard EVG ballast, Touch DALI version on request. Body is 
made of steel and aluminium and is available in all RAL colours. 
Version for gypsum ceiling on request.

High quality, energy efficient white LED light with CRI 80.

Perfect replacement for conventional T5 luminaires in:
• Offices
• Public buildings
• Hotel lobbies and receptions
• Retail

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003508.LL8800/830 8800 lm 65 W 3000 K 80 Ra 50,000 h 7,20 kg
0000-003508.LL8800/840 8800 lm 65 W 4000 K 80 Ra 50,000 h 7,20 kg

IP20 230 V
50 Hz

PASSIVE

595
59

5
11

Square recessed LED luminaire. Body is made of steel and 
aluminium and is available in all RAL colours.  Light source – LED 
stripes.

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003789.3700/830 3700 lm 50 W 3000 K 80 Ra 50,000 h 5,00 kg
0000-003789.4000/840 4000 lm 50 W 4000 K 80 Ra 50,000 h 5,00 kg

IP20 230 V
50 Hz

PASSIVE
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LWN 600 LED 2PL

LWN 600 LED 3PL

Recessed LED luminaire with parabolic louvers designed for modular 
or gypsum ceiling. Light source - Fortimo LED Line or PrevaLED Linear. 
Standard EVG ballast, Touch DALI version on request. Body is made of steel 
and aluminium and is available in all RAL colours. Version for gypsum ceiling 
on request.

High quality, energy efficient white LED light with CRI 80. 

Perfect replacement for conventional T5 luminaires in: 
• Offices 
• Public buildings 
• Hotel lobbies and receptions 
• Retail 

595

65

575 x 575

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003986.LL22200/830 2x2200 lm 32 W 3000 K 80 Ra 50,000 h 3,30 kg
0000-003986.LL22200/840 2x2200 lm 32 W 4000 K 80 Ra 50,000 h 3,30 kg

IP20 230 V
50 Hz

PASSIVE

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003986.LL32200/830 3x2200 lm 48 W 3000 K 80 Ra 50,000 h 3,50 kg
0000-003986.LL32200/840 3x2200 lm 48 W 4000 K 80 Ra 50,000 h 3,50 kg

575 x 575 66

595

IP20 230 V
50 Hz

PASSIVE
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LWN 1200 OP LED IP44

LWN 600 OP LED IP44

Recessed LED IP44 luminaires with opal diffuser designed for modular ceiling. 
Light source - Fortimo LED Line Square or Tridonic Stark QLE. 
Standard EVG ballast, Touch DALI version on request. 
Body is made of steel and aluminium and is available in all RAL colours. 
High quality, energy efficient white LED light with CRI 80. 
Perfect replacement for conventional T5 luminaires. 
Version for gypsum ceiling on request.

1196

280 x 1180

580 x 580

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004501.ST5000/830 5000 lm 40 W 3000 K 80 Ra 50,000 h 6,50 kg
0000-004501.ST5000/840 5000 lm 40 W 4000 K 80 Ra 50,000 h 6,50 kg

0000-004501.LLS10000/830 10000 lm 69 W 3000 K 80 Ra 50,000 h 6,50 kg
0000-004501.LLS10000/840 10000 lm 69 W 4000 K 80 Ra 50,000 h 6,50 kg

LLS - Philips Fortimo LED LINE Square
ST - Tridonic Stark QLE

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004575.ST5000/830 5000 lm 40 W 3000 K 80 Ra 50,000 h 6,50 kg
0000-004575.ST5000/840 5000 lm 40 W 4000 K 80 Ra 50,000 h 6,50 kg

0000-004575.LLS10000/830 10000 lm 69 W 3000 K 80 Ra 50,000 h 6,50 kg
0000-004575.LLS10000/840 10000 lm 69 W 4000 K 80 Ra 50,000 h 6,50 kg

LLS - Philips Fortimo LED LINE Square
ST - Tridonic Stark QLE

IP44 230 V
50 Hz

PASSIVE

IP44 230 V
50 Hz

PASSIVE

10
6

29
6
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SQ LED

LED DISC 2 TR

wycięcie 170x170x17010
5

18
4

175

170

Recessed adjustable LED luminaire. Body is made of steel and 
aluminium. All RAL colours are available. Light source - Osram 
PrevaLED COIN 111.

High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas, restaurants, bars, elevators
• Recreation: museums, galleries, theatres and other public places

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam

angle Weight

0000-002756.1900/830/24D 1900 lm 23 W 3000 K 80 Ra 50,000 h 24o 1,50 kg
0000-002756.1900/840/24D 1900 lm 23 W 4000 K 80 Ra 50,000 h 24o 1,50 kg
0000-002756.1900/830/40D 1900 lm 23 W 3000 K 80 Ra 50,000 h 40o 1,50 kg
0000-002756.1900/840/40D 1900 lm 23 W 4000 K 80 Ra 50,000 h 40o 1,50 kg
0000-002756.2900/830/24D 2900 lm 34 W 3000 K 80 Ra 50,000 h 24o 1,50 kg
0000-002756.2900/840/24D 2900 lm 34 W 4000 K 80 Ra 50,000 h 24o 1,50 kg
0000-002756.2900/830/40D 2900 lm 34 W 3000 K 80 Ra 50,000 h 40o 1,40 kg
0000-002756.2900/840/40D 2900 lm 34 W 4000 K 80 Ra 50,000 h 40o 1,40 kg

Recessed Fortimo LED Disc luminaire. Body is made of aluminium. 
All RAL colours are available.

Product features:
• Leading edge dimming
• Superior light quality and performance
• Innovative and reliable LED solution
• Integrated driver
• Built-in beam angle (80°)

Ideal for replacing halogen 50 W, CFL 2x13W or incandescent 60W 
solutions in various applications:
• Hospitality, healthcare and cruise ship applications: corridors, 
service areas, lobbies, lounges, restaurants, reception areas
• Home applications: ceiling luminaires, shelf lighting
• Retail applications: corridors, changing rooms
• Office applications: corridors, meeting rooms

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003734.800/827 800 lm 12 W 2700 K 80 Ra 50,000 h 0,64 kg
0000-003734.800/830 800 lm 12 W 3000 K 80 Ra 50,000 h 0,64 kg
0000-003734.850/840 850 lm 11 W 4000 K 80 Ra 50,000 h 0,64 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE
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UNO LED

DUO LED

Recessed adjustable LED luminaires. 

• Body is made of steel and aluminium. 
• All RAL colours available
• Light source - Philips MASTER LEDspot. 
• High quality, energy efficient white LED light with CRI 80.

Replacement for 50W halogen lamps. 

Applications:
• Retail: shop windows, accent and display lighting
• Hospitality: lobbies, reception areas, restaurants, bars
• Recreation: museums, galleries, theatres and other public places

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam

angle Weight

0000-002553.410/827/25D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 25o 0,50 kg 
0000-002553.410/827/40D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 40o 0,50 kg 
0000-002553.450/830/25D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 25o 0,50 kg 
0000-002553.450/830/40D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 40o 0,50 kg 
0000-002553.460/840/25D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 25o 0,50 kg 
0000-002553.460/840/40D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 40o 0,50 kg 

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam

angle Weight

0000-002554.2410/827/25D 2x410 lm 2x8 W 2700 K 80 Ra 40,000 h GU10 25o 0,80 kg 
0000-002554.2410/827/40D 2x410 lm 2x8 W 2700 K 80 Ra 40,000 h GU10 40o 0,80 kg 
0000-002554.2450/830/25D 2x450 lm 2x8 W 3000 K 80 Ra 40,000 h GU10 25o 0,80 kg 
0000-002554.2450/830/40D 2x450 lm 2x8 W 3000 K 80 Ra 40,000 h GU10 40o 0,80 kg 
0000-002554.2460/840/25D 2x460 lm 2x8 W 4000 K 80 Ra 40,000 h GU10 25o 0,80 kg 
0000-002554.2460/840/40D 2x460 lm 2x8 W 4000 K 80 Ra 40,000 h GU10 40o 0,80 kg 

101

173x101

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE
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TRE LED

QUATTRO LED

Recessed adjustable LED luminaires. 
Body is made of steel and aluminium and it is available in all RAL colours. 
Light source - Philips MASTER LEDspot. 

High quality, energy efficient white LED light with CRI 80.
Replacement for 50W halogen lamps. 

Applications:
• Retail: shop windows, accent and display lighting
• Hospitality: lobbies, reception areas, restaurants, bars
• Recreation: museums, galleries, theatres and other public places

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam

angle Weight

0000-002555.3410/827/25D 3x410 lm 3x8 W 2700 K 80 Ra 40,000 h GU10 25o 1,10 kg 
0000-002555.3410/827/40D 3x410 lm 3x8 W 2700 K 80 Ra 40,000 h GU10 40o 1,10 kg 
0000-002555.3450/830/25D 3x450 lm 3x8 W 3000 K 80 Ra 40,000 h GU10 25o 1,10 kg 
0000-002555.3450/830/40D 3x450 lm 3x8 W 3000 K 80 Ra 40,000 h GU10 40o 1,10 kg 
0000-002555.3460/840/25D 3x460 lm 3x8 W 4000 K 80 Ra 40,000 h GU10 25o 1,10 kg 
0000-002555.3460/840/40D 3x460 lm 3x8 W 4000 K 80 Ra 40,000 h GU10 40o 1,10 kg 

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam

angle Weight

0000-002586.4410/827/25D 4x410 lm 4x8 W 2700 K 80 Ra 40,000 h GU10 25o 1,30 kg
0000-002586.4410/827/40D 4x410 lm 4x8 W 2700 K 80 Ra 40,000 h GU10 40o 1,30 kg
0000-002586.4450/830/25D 4x450 lm 4x8 W 3000 K 80 Ra 40,000 h GU10 25o 1,30 kg
0000-002586.4450/830/40D 4x450 lm 4x8 W 3000 K 80 Ra 40,000 h GU10 40o 1,30 kg
0000-002586.4460/840/25D 4x460 lm 4x8 W 4000 K 80 Ra 40,000 h GU10 25o 1,30 kg
0000-002586.4460/840/40D 4x460 lm 4x8 W 4000 K 80 Ra 40,000 h GU10 40o 1,30 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE

253x101

188x188
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LUX LED SQ1

LUX LED RT3

Recessed decorative LED luminaire. Body is made of steel and aluminium. 
All RAL colours are available.

50x50

122x50

Index no. Lamp Weight
507.LEDRT3.3W 3x1 W 0,25 kg

Index no. Lamp Weight
506.LEDSQ1.1W 1 W 0,18 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE

60
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134

60
43
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LUX LED SQ4

LUX LED RT6

Recessed decorative LED luminaire. Body is made of steel and aluminium. 
All RAL colours are available.

85x50

235x50

Index no. Lamp Weight
506.LEDSQ4.4W 4x1 W 0,30 kg

Index no. Lamp Weight
508.LEDRT6.6W 6x1 W 0,35 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE

100

43

Wycięcie 235x50

60

245

43
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