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TOYO SPOT

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004548.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 2,20 kg
0000-004548.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 2,20 kg
0000-004548.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 2,20 kg
0000-004548.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 2,20 kg
0000-004548.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 2,20 kg
0000-004548.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 2,20 kg
0000-004548.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 2,20 kg
0000-004548.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 2,20 kg
0000-004548.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 2,20 kg
0000-004548.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 2,20 kg

Track mounted LED spot lamp. Body is made of steel and aluminium and it 
is available in all RAL colours. Light source - Philips Fortimo SLM or Osram 
PrevaLED module. Standard EVG ballast, Touch DALI version on request. 
High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

IP20 230 V
50 Hz

PASSIVE
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Indoor - Spot Lamps GARRABRIDGE reserves rights to introduce any construction or technical changes in the products.
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COMBO LED

Track mounted LED spot lamp. Body is made of steel and aluminium and it 
is available in all RAL colours. Light source - Philips Fortimo SLM or Osram 
PrevaLED module. Standard EVG ballast, Touch DALI version on request. 
High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004549.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 1,90 kg
0000-004549.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 1,90 kg
0000-004549.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 1,90 kg
0000-004549.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 1,90 kg
0000-004549.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 1,90 kg
0000-004549.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 1,90 kg
0000-004549.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 1,90 kg
0000-004549.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 1,90 kg
0000-004549.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 1,90 kg
0000-004549.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 1,90 kg

IP20 230 V
50 Hz

PASSIVE
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IMO LED SPOT

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004585.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 1,80 kg
0000-004585.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 1,80 kg
0000-004585.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 1,80 kg
0000-004585.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 1,80 kg
0000-004585.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 1,80 kg
0000-004585.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 1,80 kg
0000-004585.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 1,80 kg
0000-004585.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 1,80 kg
0000-004585.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 1,80 kg
0000-004585.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 1,80 kg
0000-004585.4500/830 4500 lm 48 W 3000 K 82 Ra 50,000 h 1,80 kg
0000-004585.4500/840 4500 lm 48 W 4000 K 82 Ra 50,000 h 1,80 kg
0000-004585.4500/927 4500 lm 48 W 2700 K 97 Ra 50,000 h 1,80 kg
0000-004585.4500/930 4500 lm 48 W 3000 K 97 Ra 50,000 h 1,80 kg
0000-004585.4500/940 4500 lm 48 W 4000 K 97 Ra 50,000 h 1,80 kg

0000-004585.3000/930CW 3000 lm 39 W Crisp White 92 Ra 50,000 h 1,80 kg
0000-004585.3800/930CW 3800 lm 48 W Crisp White 92 Ra 50,000 h 1,80 kg
0000-004585.2800/925FW 2800 lm 48 W Food 90 Ra 50,000 h 1,80 kg
0000-004585.3000/930FR 3000 lm 48 W Meat 87 Ra 50,000 h 1,80 kg

100 50

104 142
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IP20 230 V
50 Hz

PASSIVE

Track mounted LED spot lamp. 
Body is made of steel and aluminium and it is available in all RAL colours. 
Light source - Philips Fortimo SLM or Osram PrevaLED module. 
Standard EVG ballast, Touch DALI version on request. 

High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

120
Indoor - Spot Lamps GARRABRIDGE reserves rights to introduce any construction or technical changes in the products.
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LED 120 SPOT

Track mounted LED spot lamp. Body is made of steel and aluminium and it 
is available in all RAL colours. Light source - Osram PrevaLED CORE AC. 
High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004569.2000/827 2000 lm 26 W 2700 K 80 Ra 50,000 h 1,60 kg
0000-004569.2000/830 2000 lm 26 W 3000 K 80 Ra 50,000 h 1,60 kg
0000-004569.2000/840 2000 lm 25 W 4000 K 80 Ra 50,000 h 1,60 kg

IP20 230 V
50 Hz

PASSIVE
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GALAXY LED

Spot lamp for LED module. Body is made of steel and aluminium and it is 
available in all RAL colours. Light source - Philips Fortimo SLM or Osram 
PrevaLED module. Standard EVG ballast, Touch DALI version on request. 
High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004418.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 2,10 kg
0000-004418.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 2,10 kg
0000-004418.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 2,10 kg
0000-004418.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 2,10 kg
0000-004418.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 2,10 kg
0000-004418.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 2,10 kg
0000-004418.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 2,10 kg
0000-004418.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 2,10 kg
0000-004418.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 2,10 kg
0000-004418.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 2,10 kg
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IP20 230 V
50 Hz

PASSIVE

122
Indoor - Spot Lamps GARRABRIDGE reserves rights to introduce any construction or technical changes in the products.
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SLM 2011

DRAGON SLM

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003043.1100/830 1100 lm 12 W 3000 K 82 Ra 50,000 h 1,40 kg
0000-003043.1100/840 1100 lm 12 W 4000 K 82 Ra 50,000 h 1,40 kg
0000-003043.1100/927 1100 lm 12 W 2700 K 97 Ra 50,000 h 1,40 kg
0000-003043.1100/930 1100 lm 12 W 3000 K 97 Ra 50,000 h 1,40 kg
0000-003043.1100/940 1100 lm 12 W 4000 K 97 Ra 50,000 h 1,40 kg
0000-003043.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 1,40 kg
0000-003043.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 1,40 kg
0000-003043.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 1,40 kg
0000-003043.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 1,40 kg
0000-003043.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 1,40 kg
0000-003043.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 1,40 kg
0000-003043.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 1,40 kg
0000-003043.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 1,40 kg
0000-003043.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 1,40 kg
0000-003043.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 1,40 kg
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Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003050.1100/830 1100 lm 12 W 3000 K 82 Ra 50,000 h 1,71 kg
0000-003050.1100/840 1100 lm 12 W 4000 K 82 Ra 50,000 h 1,71 kg
0000-003050.1100/927 1100 lm 12 W 2700 K 97 Ra 50,000 h 1,71 kg
0000-003050.1100/930 1100 lm 12 W 3000 K 97 Ra 50,000 h 1,71 kg
0000-003050.1100/940 1100 lm 12 W 4000 K 97 Ra 50,000 h 1,71 kg
0000-003050.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 1,71 kg
0000-003050.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 1,71 kg
0000-003050.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 1,71 kg
0000-003050.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 1,71 kg
0000-003050.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 1,71 kg
0000-003050.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 1,71 kg
0000-003050.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 1,71 kg
0000-003050.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 1,71 kg
0000-003050.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 1,71 kg
0000-003050.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 1,71 kg

Track mounted LED spot lamps. 

• Body made of steel and aluminium and available in all RAL colours. 
• Light source - Philips Fortimo SLM or Osram PrevaLED module. 
• Standard EVG ballast, Touch DALI version on request. 
• High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

IP20 230 V
50 Hz

ACTIVE

IP20 230 V
50 Hz

ACTIVE

126
Indoor - Circular Recessed
126
Indoor - Spot Lamps

GARRABRIDGE reserves rights to introduce any con-
struction or technical changes in the products.
Wattage of products may vary due to constant LED 
efficacy improvements.
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DRAGON SLM WL

FUSION SPOT

Surface mounted LED spot lamp. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo SLM or Osram PrevaLED module. Standard EVG 
ballast, Touch DALI version on request. 

High quality, energy efficient white LED light with CRI 80 and more.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003423.1100/830 1100 lm 12 W 3000 K 82 Ra 50,000 h 1,71 kg
0000-003423.1100/840 1100 lm 12 W 4000 K 82 Ra 50,000 h 1,71 kg
0000-003423.1100/927 1100 lm 12 W 2700 K 97 Ra 50,000 h 1,71 kg
0000-003423.1100/930 1100 lm 12 W 3000 K 97 Ra 50,000 h 1,71 kg
0000-003423.1100/940 1100 lm 12 W 4000 K 97 Ra 50,000 h 1,71 kg
0000-003423.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 1,71 kg
0000-003423.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 1,71 kg
0000-003423.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 1,71 kg
0000-003423.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 1,71 kg
0000-003423.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 1,71 kg
0000-003423.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 1,71 kg
0000-003423.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 1,71 kg
0000-003423.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 1,71 kg
0000-003423.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 1,71 kg
0000-003423.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 1,71 kg

IP20 230 V
50 Hz

ACTIVE

Track mounted LED spot lamp. Body is made of steel and 
aluminium and it is available in all RAL colours. 
Light source - GE Infusion LED module. Standard EVG ballast, 
Touch DALI version on request. Available optics with following 
beam angle: 28o, 34o, 61o.

High quality, energy efficient white LED light with CRI 80 and more. 
3 colour temperatures (2700K, 3000K, 4000K), long lifetime (50,000 
hours) and no IR or UV radiation.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003403.GE3000/827 2800 lm 40 W 2700 K 80 Ra 50,000 h 1,65 kg
0000-003403.GE3000/830 3000 lm 40 W 3000 K 80 Ra 50,000 h 1,65 kg
0000-003403.GE3000/930 2500 lm 40 W 3000 K 87 Ra 50,000 h 1,65 kg
0000-003403.GE3000/840 3200 lm 40 W 4000 K 80 Ra 50,000 h 1,65 kg

IP20 230 V
50 Hz

PASSIVE

128
Indoor - Spot Lamps

GARRABRIDGE reserves rights to introduce any construction or technical changes in the products.
Wattage of products may vary due to constant LED efficacy improvements.
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METRO LED SPOT

UNI LED SPOT
Track mounted LED luminaire. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo LED DLM module. Standard EVG ballast, Touch 
DALI version on request. 

High quality, energy efficient white LED light with CRI 80 and more. 

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Track mounted LED spot lamp. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo SLM or Osram PrevaLED module. Standard EVG 
ballast, Touch DALI version on request. 

High quality, energy efficient white LED light with CRI 80 and more. 

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres
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Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003401.1100/830 1100 lm 14 W 3000 K 80 Ra 50,000 h 2,46 kg
0000-003401.1100/840 1100 lm 12 W 4000 K 80 Ra 50,000 h 2,46 kg
0000-003401.2000/830 2000 lm 24 W 3000 K 80 Ra 50,000 h 2,46 kg
0000-003401.2000/840 2000 lm 22 W 4000 K 80 Ra 50,000 h 2,46 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003728.1100/830 1100 lm 12 W 3000 K 82 Ra 50,000 h 1,90 kg
0000-003728.1100/840 1100 lm 12 W 4000 K 82 Ra 50,000 h 1,90 kg
0000-003728.1100/927 1100 lm 12 W 2700 K 97 Ra 50,000 h 1,90 kg
0000-003728.1100/930 1100 lm 12 W 3000 K 97 Ra 50,000 h 1,90 kg
0000-003728.1100/940 1100 lm 12 W 4000 K 97 Ra 50,000 h 1,90 kg
0000-003728.2000/830 2000 lm 21 W 3000 K 82 Ra 50,000 h 1,90 kg
0000-003728.2000/840 2000 lm 21 W 4000 K 82 Ra 50,000 h 1,90 kg
0000-003728.2000/927 2000 lm 21 W 2700 K 97 Ra 50,000 h 1,90 kg
0000-003728.2000/930 2000 lm 21 W 3000 K 97 Ra 50,000 h 1,90 kg
0000-003728.2000/940 2000 lm 21 W 4000 K 97 Ra 50,000 h 1,90 kg
0000-003728.3000/830 3000 lm 30 W 3000 K 82 Ra 50,000 h 1,90 kg
0000-003728.3000/840 3000 lm 30 W 4000 K 82 Ra 50,000 h 1,90 kg
0000-003728.3000/927 3000 lm 30 W 2700 K 97 Ra 50,000 h 1,90 kg
0000-003728.3000/930 3000 lm 30 W 3000 K 97 Ra 50,000 h 1,90 kg
0000-003728.3000/940 3000 lm 30 W 4000 K 97 Ra 50,000 h 1,90 kg

IP20 230 V
50 Hz

ACTIVE

IP20 230 V
50 Hz

PASSIVE
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COIN TUBE

COIN SPOT
Track mounted LED spot lamp. Body is made of steel and 
aluminium. All RAL colours are available. Light source - Osram 
PrevaLED COIN 111. 

High quality, energy efficient white LED light with CRI 80 and more.
Replacement for 75W halogen lamps.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Track mounted LED spot lamp. Body is made of steel and 
aluminium. All RAL colours are available. Light source - Osram 
PrevaLED COIN 111. 

High quality, energy efficient white LED light with CRI 80 and more.
Replacement for 75W halogen lamps.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam

angle Weight

0000-003409.1900/830/24D 1900 lm 23 W 3000 K 80 Ra 50,000h 24o 1,88 kg
0000-003409.1900/840/24D 1900 lm 23 W 4000 K 80 Ra 50,000h 24o 1,88 kg
0000-003409.1900/830/40D 1900 lm 23 W 3000 K 80 Ra 50,000h 40o 1,88 kg
0000-003409.1900/840/40D 1900 lm 23 W 4000 K 80 Ra 50,000h 40o 1,88 kg
0000-003409.2900/830/24D 2900 lm 34 W 3000 K 80 Ra 50,000h 24o 1,88 kg
0000-003409.2900/840/24D 2900 lm 34 W 4000 K 80 Ra 50,000h 24o 1,88 kg
0000-003409.2900/830/40D 2900 lm 34 W 3000 K 80 Ra 50,000h 40o 1,88 kg
0000-003409.2900/840/40D 2900 lm 34 W 4000 K 80 Ra 50,000h 40o 1,88 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam 

angle Weight

0000-003402.1900/830/24D 1900 lm 23 W 3000 K 80 Ra 50,000h 24o 1,50 kg
0000-003402.1900/840/24D 1900 lm 23 W 4000 K 80 Ra 50,000h 24o 1,50 kg
0000-003402.1900/830/40D 1900 lm 23 W 3000 K 80 Ra 50,000h 40o 1,50 kg
0000-003402.1900/840/40D 1900 lm 23 W 4000 K 80 Ra 50,000h 40o 1,50 kg
0000-003402.2900/830/24D 2900 lm 34 W 3000 K 80 Ra 50,000h 24o 1,50 kg
0000-003402.2900/840/24D 2900 lm 34 W 4000 K 80 Ra 50,000h 24o 1,50 kg
0000-003402.2900/830/40D 2900 lm 34 W 3000 K 80 Ra 50,000h 40o 1,50 kg
0000-003402.2900/840/40D 2900 lm 34 W 4000 K 80 Ra 50,000h 40o 1,50 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE

DEMI-TOUR SPOT V1

DEMI-TOUR SPOT V2

Track mounted LED spot lamp. Body is made of steel and 
aluminum and is available in all RAL colours. Light source - Philips 
MASTER LEDspot LV AR 111.

High quality, energy efficient white LED light. 
Replacement for  halogen lamps. 

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Track mounted LED spot lamp. Body is made of steel and 
aluminum and is available in all RAL colours. Light source - Philips 
MASTER LEDspot LV AR 111.

High quality, energy efficient white LED light. 
Replacement for  halogen lamps. 

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres 
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Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam 

angle Socket Weight

0000-003520.600/827/24D 610 lm 10 W 2700 K 80 Ra 45,000 h 24o G53 1,02 kg
0000-003520.600/827/40D 580 lm 10 W 2700 K 80 Ra 45,000 h 40o G53 1,02 kg
0000-003520.600/830/24D 645 lm 10 W 3000 K 80 Ra 45,000 h 24o G53 1,02 kg
0000-003520.600/830/40D 610 lm 10 W 3000 K 80 Ra 45,000 h 40o G53 1,02 kg
0000-003520.800/827/24D 800 lm 15 W 2700 K 80 Ra 45,000 h 24o G53 1,02 kg
0000-003520.800/827/40D 760 lm 15 W 2700 K 80 Ra 45,000 h 40o G53 1,02 kg
0000-003520.800/830/24D 840 lm 15 W 3000 K 80 Ra 45,000 h 24o G53 1,02 kg
0000-003520.800/830/40D 800 lm 15 W 3000 K 80 Ra 45,000 h 40o G53 1,02 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam 

angle Socket Weight

0000-003492.600/827/24D 610 lm 10 W 2700 K 80 Ra 45,000 h 24o G53 1,28 kg
0000-003492.600/827/40D 580 lm 10 W 2700 K 80 Ra 45,000 h 40o G53 1,28 kg
0000-003492.600/830/24D 645 lm 10 W 3000 K 80 Ra 45,000 h 24o G53 1,28 kg
0000-003492.600/830/40D 610 lm 10 W 3000 K 80 Ra 45,000 h 40o G53 1,28 kg
0000-003492.800/827/24D 800 lm 15 W 2700 K 80 Ra 45,000 h 24o G53 1,28 kg
0000-003492.800/827/40D 760 lm 15 W 2700 K 80 Ra 45,000 h 40o G53 1,28 kg
0000-003492.800/830/24D 840 lm 15 W 3000 K 80 Ra 45,000 h 24o G53 1,28 kg
0000-003492.800/830/40D 800 lm 15 W 3000 K 80 Ra 45,000 h 40o G53 1,28 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE
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ECO LED SPOT 1

ECO LED SPOT 2

Track mounted LED spot lamp. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips MASTER LEDspot. 

High quality, energy efficient white LED light with CRI 80.
Replacement for 50W halogen lamps. 

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Track mounted LED spot lamp. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips MASTER LEDspot. 

High quality, energy efficient white LED light with CRI 80.
Replacement for 50W halogen lamps. 

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam

angle Weight

0000-002762.410/827/25D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 25o 0,30 kg
0000-002762.410/827/40D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 40o 0,30 kg
0000-002762.450/830/25D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 25o 0,30 kg
0000-002762.450/830/40D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 40o 0,30 kg
0000-002762.460/840/25D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 25o 0,30 kg
0000-002762.460/840/40D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 40o 0,30 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam

angle Weight

0000-002489.410/827/25D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 25o 0,30 kg
0000-002489.410/827/40D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 40o 0,30 kg
0000-002489.450/830/25D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 25o 0,30 kg
0000-002489.450/830/40D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 40o 0,30 kg
0000-002489.460/840/25D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 25o 0,30 kg
0000-002489.460/840/40D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 40o 0,30 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE
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IN LED SPOT

LED SPOT 111

Track mounted LED spot lamp. Body is made of steel and 
aluminium and it is available in all RAL colours. Light source - 
Philips Fortimo LED integrated spot module. 

High quality, energy efficient white LED light with CRI 80.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Track mounted LED spot lamp. Body is made of steel and 
aluminium and it is available in all RAL colours. 
Light source - Osram PARATHOM PRO LEDspot111 or Philips 
MASTER LEDspot LV AR 111.

High quality, energy efficient white LED light.
Replacement for 50W halogen lamps.

Applications:
• Retail: shop windows, wall - washing, accent and display lighting
• Hospitality: lobbies, reception areas
• Recreation: museums, galleries, theatres

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam 

angle Weight

0000-003410.600/827/15D 600 lm 13 W 2700 K 80 Ra 50,000 h 15o 0,50 kg
0000-003410.600/827/24D 600 lm 13 W 2700 K 80 Ra 50,000 h 24o 0,50 kg
0000-003410.600/827/36D 600 lm 13 W 2700 K 80 Ra 50,000 h 36o 0,50 kg
0000-003410.640/830/15D 640 lm 13 W 3000 K 80 Ra 50,000 h 15o 0,50 kg
0000-003410.640/830/24D 640 lm 13 W 3000 K 80 Ra 50,000 h 24o 0,50 kg
0000-003410.640/830/36D 640 lm 13 W 3000 K 80 Ra 50,000 h 36o 0,50 kg
0000-003410.640/840/15D 640 lm 13 W 4000 K 80 Ra 50,000 h 15o 0,50 kg
0000-003410.640/840/24D 640 lm 13 W 4000 K 80 Ra 50,000 h 24o 0,50 kg
0000-003410.640/840/36D 640 lm 13 W 4000 K 80 Ra 50,000 h 36o 0,50 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam 

angle Weight

0000-003424.600/827/24D 610 lm 10 W 2700 K 80 Ra 45,000 h 24o 0,62 kg
0000-003424.600/827/40D 580 lm 10 W 2700 K 80 Ra 45,000 h 40o 0,50 kg
0000-003424.600/830/24D 645 lm 10 W 3000 K 80 Ra 45,000 h 24o 0,50 kg
0000-003424.600/830/40D 610 lm 10 W 3000 K 80 Ra 45,000 h 40o 0,50 kg
0000-003424.800/827/24D 800 lm 15 W 2700 K 80 Ra 45,000 h 24o 0,50 kg
0000-003424.800/827/40D 760 lm 15 W 2700 K 80 Ra 45,000 h 40o 0,50 kg
0000-003424.800/830/24D 840 lm 15 W 3000 K 80 Ra 45,000 h 24o 0,50 kg
0000-003424.800/830/40D 800 lm 15 W 3000 K 80 Ra 45,000 h 40o 0,50 kg

IP20 230 V
50 Hz

PASSIVE

IP20 230 V
50 Hz

PASSIVE
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