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FLEXLIGHT LED 1

Surface mounted IP54 LED luminaire. Body is made of 
aluminium profile and it is available in all RAL colours. 
Light source - custom made LED plate - OSRAM Technology 
included. Standard EVG ballast, DALI version on request. 

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003400.1400/840 1400 lm 16 W 4000K 80 Ra 50,0000 h 6,38 kg
0000-003400.2000/840 2000 lm 23 W 4000K 80 Ra 50,0000 h 6,38 kg
0000-003400.2600/840 2600 lm 33 W 4000K 80 Ra 50,0000 h 6,38 kg
0000-003400.1350/830 1350 lm 16 W 3000K 80 Ra 50,0000 h 6,38 kg
0000-003400.1900/830 1900 lm 23 W 3000K 80 Ra 50,0000 h 6,38 kg
0000-003400.2500/830 2500 lm 33 W 3000K 80 Ra 50,0000 h 6,38 kg

IP54 230 V
50 Hz

PASSIVE
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GARRABRIDGE reserves rights to introduce any construction or technical changes in the products.
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FLEXLIGHT LED 2

FLEXLIGHT LED 4

Surface mounted IP54 LED luminaire. 
Body is made of aluminium profile and it is available in all RAL colours. 
Light source - custom made LED plate - OSRAM Technology included. 
Standard EVG ballast, DALI version on request. 

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003388.21400/840 2x1400 lm 2x16 W 4000 K 80 Ra 50,0000 h 6,40 kg
0000-003388.22000/840 2x2000 lm 2x23 W 4000 K 80 Ra 50,0000 h 6,40 kg
0000-003388.22600/840 2x2600 lm 2x33 W 4000 K 80 Ra 50,0000 h 6,40 kg
0000-003388.21350/830 2x1350 lm 2x16 W 3000 K 80 Ra 50,0000 h 6,40 kg
0000-003388.21900/830 2x1900 lm 2x23 W 3000 K 80 Ra 50,0000 h 6,40 kg
0000-003388.22500/830 2x2500 lm 2x33 W 3000 K 80 Ra 50,0000 h 6,40 kg

IP54 230 V
50 Hz

PASSIVE

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004525.41400/840 4x1400 lm 4x16 W 4000 K 80 Ra 50,0000 h 12,00 kg
0000-004525.42000/840 4x2000 lm 4x23 W 4000 K 80 Ra 50,0000 h 12,00 kg
0000-004525.42600/840 4x2600 lm 4x33 W 4000 K 80 Ra 50,0000 h 12,00 kg 
0000-004525.41350/830 4x1350 lm 4x16 W 3000 K 80 Ra 50,0000 h 12,00 kg
0000-004525.41900/830 4x1900 lm 4x23 W 3000 K 80 Ra 50,0000 h 12,00 kg
0000-004525.42500/830 4x2500 lm 4x33 W 3000 K 80 Ra 50,0000 h 12,00 kg
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IP54 230 V
50 Hz

PASSIVE
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GARRABRIDGE reserves rights to introduce any construction or technical changes in the products.
Wattage of products may vary due to constant LED efficacy improvements.



DLN V 140 IP54

DLN 170 FORTIMO IP54
Surface mounted IP54 LED luminaire. Body is made of aluminium 
and it is available in all RAL colours. Light source - Philips Fortimo 
LED DLM module. Standard EVG ballast, Touch DALI version on 
request (please add TD after index number). 

Surface mounted IP54 LED luminaire. Body is made of aluminium 
and it is available in all RAL colours. Light source - Philips 
MASTER LEDspot. 

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-003217.1100/830 1100 lm 14 W 3000K 80 Ra 50,000 h 2,55 kg
0000-003217.1100/840 1100 lm 12 W 4000K 80 Ra 50,000 h 2,55 kg
0000-003217.2000/830 2000 lm 24 W 3000K 80 Ra 50,000 h 2,55 kg
0000-003217.2000/840 2000 lm 22 W 4000K 80 Ra 50,000 h 2,55 kg
0000-003217.3000/830 3000 lm 37 W 3000K 80 Ra 50,000 h 2,55 kg
0000-003217.3000/840 3000 lm 34 W 4000K 80 Ra 50,000 h 2,55 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Socket Beam

angle Weight

0000-003326.410/827/25D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 25o 1,20 kg
0000-003326.410/827/40D 410 lm 8 W 2700 K 80 Ra 40,000 h GU10 40o 1,20 kg
0000-003326.450/830/25D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 25o 1,20 kg
0000-003326.450/830/40D 450 lm 8 W 3000 K 80 Ra 40,000 h GU10 40o 1,20 kg
0000-003326.460/840/25D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 25o 1,20 kg
0000-003326.460/840/40D 460 lm 8 W 4000 K 80 Ra 40,000 h GU10 40o 1,20 kg

IP54 230 V
50 Hz

PASSIVE

IP54 230 V
50 Hz

PASSIVE
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DLN COIN TUBE IP54

ELP LED IP65
Surface mounted IP65 LED luminaire. Light source - Fortimo 
LED Line or PrevaLED Linear. Standard EVG ballast, Touch DALI 
version on request (please add TD after index number). Body is 
made of aluminium profile and available in all RAL colours. High 
quality, energy efficient white LED light with CRI 80.

Surface mounted LED luminaire. Body is made of aluminum and is 
available in all RAL colours. 
Light source - Osram PrevaLED COIN 111.
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Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Beam 

angle Weight

0000-004375.1900/830/24D 1900 lm 23 W 3000 K 80 Ra 50,000 h 24o 2,30 kg
0000-004375.1900/840/24D 1900 lm 23 W 4000 K 80 Ra 50,000 h 24o 2,30 kg
0000-004375.1900/830/40D 1900 lm 23 W 3000 K 80 Ra 50,000 h 40o 2,30 kg
0000-004375.1900/840/40D 1900 lm 23 W 4000 K 80 Ra 50,000 h 40o 2,30 kg
0000-004375.2900/830/24D 2900 lm 34 W 3000 K 80 Ra 50,000 h 24o 2,30 kg
0000-004375.2900/840/24D 2900 lm 34 W 4000 K 80 Ra 50,000 h 24o 2,30 kg
0000-004375.2900/830/40D 2900 lm 34 W 3000 K 80 Ra 50,000 h 40o 2,30 kg
0000-004375.2900/840/40D 2900 lm 34 W 4000 K 80 Ra 50,000 h 40o 2,30 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004086.LL11000/830 11000 lm 81 W 3000K 80 Ra 50,000 h 5,00 kg
0000-004086.LL11000/840 11000 lm 81 W 4000K 80 Ra 50,000 h 5,00 kg
0000-004086.LL20000/830 20000 lm 154 W 3000K 80 Ra 50,000 h 5,00 kg
0000-004086.LL20000/840 20000 lm 154 W 4000K 80 Ra 50,000 h 5,00 kg

IP54 230 V
50 Hz

PASSIVE

IP65 230 V
50 Hz

PASSIVE
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FIBRA LED

PARKING FORTIMO LED

Surface mounted IP65 luminaire with Linear LED modules.
EVG ballast in standard, TOUCH DALI on request (please add TD 
after index number).

Surface mounted IP65 LED luminaire. Body is made of aluminium 
and is available in all RAL colours. Diffuser - clear or matt acrylic 
plate - safety glass on request. Standard EVG ballast, Touch DALI 
on request (please add TD after index number).
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Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Length Weight

0000-004340.LL4400/830 4400 lm 33 W 3000 K 80 Ra 50,000 h 1200mm 2,20 kg
0000-004340.LL4400/840 4400 lm 33 W 4000 K 80 Ra 50,000 h 1200mm 2,20 kg
0000-004340.LL5500/830 5500 lm 41 W 3000 K 80 Ra 50,000 h 1500mm 2,90 kg
0000-004340.LL5500/840 5500 lm 41 W 4000 K 80 Ra 50,000 h 1500mm 2,90 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Length Weight

0000-003281.LL4400/830 4400 lm 33 W 3000 K 80 Ra 50,000 h 1200 mm 4,50 kg
0000-003281.LL4400/840 4400 lm 33 W 4000 K 80 Ra 50,000 h 1200 mm 4,50 kg
0000-003281.LL5500/830 5500 lm 41 W 3000 K 80 Ra 50,000 h 1500 mm 5,80 kg
0000-003281.LL5500/840 5500 lm 41 W 4000 K 80 Ra 50,000 h 1500 mm 5,80 kg

IP65 230 V
50 Hz

PASSIVE

IP65 230 V
50 Hz

PASSIVE

L=1200/1500
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POWER LED

FLEX LED

Surface mounted IP65 luminaire. Body is made of stainless steel 
and aluminium and is available in all RAL colours. 
Light source - Philips Fortimo LED High Brightness module.

Surface mounted IP65 luminaire. Body is made of stainless steel 
and aluminium and is available in all RAL colours. 
Light source - Philips FastFlex LED module. Choice of four optical 
lighting distributions.
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Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004553.9000/840 9000 lm 70 W 4000 K 80 Ra 50,000 h 7,50 kg

Index no. Lumen 
output Wattage Colour 

temp.

Colour
rendering

index
Lifetime Weight

0000-004538.8000/740 8000 lm 2x33 W 4000 K 70 Ra 50,000 h 9,20 kg
0000-004538.8000/757 8000 lm 2x33 W 5700 K 70 Ra 50,000 h 9,20 kg
0000-004538.8000/840 8000 lm 2x34 W 4000 K 80 Ra 50,000 h 9,20 kg
0000-004538.12000/740 12000 lm 2x49 W 4000 K 70 Ra 50,000 h 9,20 kg
0000-004538.12000/757 12000 lm 2x49 W 5700 K 70 Ra 50,000 h 9,20 kg
0000-004538.12000/840 12000 lm 2x51 W 4000 K 80 Ra 50,000 h 9,20 kg

IP65 230 V
50 Hz

PASSIVE

IP65 230 V
50 Hz

PASSIVE
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