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Indoor - Surface Mounted Square
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Index no. Lamp Weight Socket      
534.136E EVG, 1x36 W PLL, L = 450 mm 2,50 kg 2G11
534.55E EVG, 1x55 W PLL, L = 570 mm 3,00 kg 2G11
534.80E EVG, 1x80 W PLL, L = 600 mm 3,20 kg 2G11

Index no. Lamp Weight Socket
0000-002207.1QR111 1xQR111 2,10 kg G53

Surface or track mounted luminaire for PLL lamp. Body is made of 
aluminium. All RAL colours are available. 

Surface (wall or ceiling) mounted luminaire for QR111 lamp. Body is 
made of steel and aluminium. All RAL colours are available.

PROFIX

BOX - M
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Index no. Lamp Weight Lenght
229.14E EVG, 1x14W T5 0,90 kg 585 mm
229.24E EVG, 1x24W T5 0,90 kg 585 mm
229.21E EVG, 1x21W T5 1,20 kg 885 mm
229.39E EVG, 1x39W T5 1,20 kg 885 mm
229.28E EVG, 1x28W T5 1,60 kg 1185 mm
229.54E EVG, 1x54W T5 1,60 kg 1185 mm
229.35E EVG, 1x35W T5 1,85 kg 1485 mm
229.49E EVG, 1x49W T5 1,85 kg 1485 mm
229.80E EVG, 1x80W T5 1,85 kg 1485 mm

Index no. Lamp Weight Lenght
228.36V VVG, 1x36W T8 2,00 kg 1235 mm
228.36E EVG, 1x36W T8 1,75 kg 1235 mm
228.58V VVG, 1x58W T8 2,40 kg 1535 mm
228.58E EVG, 1x58W T8 2,15 kg 1535 mm

BAR T5 BAR T8

Index no. Lamp Weight   Length Socket
0000-002784.118V VVG, 1x18W T8 1,10 kg   618 mm G13
0000-002784.130V VVG, 1x30W T8 1,30 kg   923 mm G13
0000-002784.136V VVG, 1x36W T8 1,50 kg 1228 mm G13
0000-002784.158V VVG, 1x58W T8 2,00 kg 1528 mm G13
0000-002784.218V VVG, 2x18W T8 1,10 kg   618 mm G13
0000-002784.230V VVG, 2x30W T8 1,90 kg   923 mm G13
0000-002784.236V VVG, 2x36W T8 2,10 kg 1228 mm G13
0000-002784.258V VVG, 2x58W T8 2,90 kg 1528mm G13
0000-002784.118E EVG, 1x18W T8 1,10 kg   618 mm G13
0000-002784.130E EVG, 1x30W T8 1,30 kg   923 mm G13
0000-002784.136E EVG, 1x36W T8 1,50 kg 1228 mm G13
0000-002784.158E EVG, 1x58W T8 2,00 kg 1528 mm G13
0000-002784.218E EVG, 2x18W T8 1,10 kg   618 mm G13
0000-002784.230E EVG, 2x30W T8 1,90 kg   923 mm G13
0000-002784.236E EVG, 2x36W T8 2,10 kg 1228 mm G13
0000-002784.258E EVG, 2x58W T8 2,90 kg 1528mm G13

Surface mounted luminaire for T5 or T8 linear lamp. Body is made of 
steel. All RAL colours are available.

Surface mounted luminaire for T8 lamp.s Body is made of steel. All RAL 
colours are available.

BAR

POKER
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Index no. Lamp Weight Socket
0000-002138.414E EVG, 4x14W T5 7,00 kg G5
0000-002138.424E EVG, 4x24W T5 7,00 kg G5

Surface mounted luminaire for T5 linear lamps. Body is made of steel 
and aluminium. All RAL colours are available. Other power options on 
request.

Surface mounted luminaire. Body is made of steel and painted 
standard white. Louver - parabolic glossy.

OLN 600 PAR

Index no. Lamp Weight Socket
0000-002655.136V VVG, 1x36W T8 3,54 kg G13
0000-002655.158V VVG, 1x58W T8 4,45 kg G13
0000-002655.218V VVG, 2x18W T8 3,07 kg G13
0000-002655.236V VVG, 2x36W T8 5,26 kg G13
0000-002655.258V VVG, 2x58W T8 7,40 kg G13
0000-002655.418V VVG, 4x18W T8 5,31 kg G13
0000-002655.436V VVG, 4x36W T8 9,81 kg G13
0000-002655.136E EVG, 1x36W T8 3,54 kg G13
0000-002655.158E EVG, 1x58W T8 4,45 kg G13
0000-002655.218E EVG, 2x18W T8 3,07 kg G13
0000-002655.236E EVG, 2x36W T8 5,26 kg G13
0000-002655.258E EVG, 2x58W T8 7,40 kg G13
0000-002655.418E EVG, 4x18W T8 5,31 kg G13
0000-002655.436E EVG, 4x36W T8 9,81 kg G13

PALAO 1000
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Index no. Lamp Weight Socket
0000-002656.136V VVG, 1x36W T8 3,54 kg G13
0000-002656.158V VVG, 1x58W T8 4,45 kg G13
0000-002656.218V VVG, 2x18W T8 3,07 kg G13
0000-002656.236V VVG, 2x36W T8 5,26 kg G13
0000-002656.258V VVG, 2x58W T8 7,40 kg G13
0000-002656.418V VVG, 4x18W T8 5,31 kg G13
0000-002656.436V VVG, 4x36W T8 9,81 kg G13
0000-002656.136E EVG, 1x36W T8 3,54 kg G13
0000-002656.158E EVG, 1x58W T8 4,45 kg G13
0000-002656.218E EVG, 2x18W T8 3,07 kg G13
0000-002656.236E EVG, 2x36W T8 5,26 kg G13
0000-002656.258E EVG, 2x58W T8 7,40 kg G13
0000-002656.418E EVG, 4x18W T8 5,31 kg G13
0000-002656.436E EVG, 4x36W T8 9,81 kg G13

OLN 600 OP

Index no. Lamp Weight Socket
0000-002657.218V VVG, 2x18W T8 3,20 kg G13
0000-002657.236V VVG, 2x36W T8 6,00 kg G13
0000-002657.418V VVG, 4x18W T8 5,60 kg G13
0000-002657.218E EVG, 2x18W T8 3,20 kg G13
0000-002657.236E EVG, 2x36W T8 6,00 kg G13
0000-002657.418E EVG, 4x18W T8 5,60 kg G13

OLN 600 SLA
Surface mounted luminaire. Body is made of steel and painted 
standard white. Louver - straight glossy.

Surface mounted luminaire. Body is made of steel and painted 
standard white. Opal diffuser.
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Index no. Lamp Weight Socket
0000-003463.314E EVG, 3x14W T5 5,00 kg G5
0000-003463.324E EVG, 3x24W T5 5,00 kg G5

Index no. Lamp Weight Socket
0000-003463.414E EVG, 4x14W T5 5,00 kg G5
0000-003463.424E EVG, 4x24W T5 5,00 kg G5

Surface mounted luminaire for T5 linear lamps. Body is made of steel 
and aluminium. All RAL colours are available. Optics - glossy or mat 
parabolic louvers. Standard EVG ballast. Dimmable 1-10V or DALI ballast 
on request.

Surface mounted luminaire for T5 linear lamps. Body is made of steel 
and aluminium. All RAL colours are available. Optics - glossy or mat 
parabolic louvers. Standard EVG ballast. Dimmable 1-10V or DALI ballast 
on request.

XL 600 SURF 3PL 

XL 600 SURF 4PL 




