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Indoor - Pendent Luminaires

G

Index no. Lamp Weight Socket
356.118V VVG, 1x18W TC-D 2,40 kg G24d - 2
356.118E EVG, 1x18W TC-DEL 2,20 kg G24q - 2
356.118ED EVG DIM, 1x18W TC-DEL 2,20 kg G24q - 2
356.126V VVG, 1x26W TC-D 2,40 kg G24d - 3
356.126E EVG, 1x26W TC-DEL 2,20 kg G24q - 3
356.126ED EVG DIM, 1x26W TC-DEL 2,20 kg G24q - 3
356.132E EVG, 1x32W TC-TEL 2,20 kg GX24q - 3
356.132ED EVG DIM, 1x32W TC-TEL 2,20 kg GX24q - 3
356.142E EVG, 1x42W TC-TEL 2,20 kg GX24q - 4
356.142ED EVG DIM, 1x42W TC-TEL 2,20 kg GX24q - 4

DLN V PND 230

DLN V PND 310

Index no. Lamp Weight Socket
355.118V VVG, 1x18W TC-D 2,40 kg G24d - 2
355.118E EVG, 1x18W TC-DEL 2,20 kg G24q - 2
355.118ED EVG DIM, 1x18W TC-DEL 2,20 kg G24q - 2
355.126V VVG, 1x26W TC-D 2,40 kg G24d - 3
355.126E EVG, 1x26W TC-DEL 2,20 kg G24q - 3
355.126ED EVG DIM, 1x26W TC-DEL 2,20 kg G24q - 3
355.132E EVG, 1x32W TC-TEL 2,20 kg GX24q - 3
355.132ED EVG DIM, 1x32W TC-TEL 2,20 kg GX24q - 3
355.142E EVG, 1x42W TC-TEL 2,20 kg GX24q - 4
355.142ED EVG DIM, 1x42W TC-TEL 2,20 kg GX24q - 4

Pendent luminaire for compact fluorescent lamp. Body is made of 
aluminium. All RAL colours are available. Reflector - acrylic.

Pendent luminaire for compact fluorescent lamp. Body is made of 
aluminium. All RAL colours are available. Reflector - acrylic.



543
Indoor - Pendent Luminaires

G



544
Indoor - Pendent Luminaires

G

GOT 400

Index no. Lamp Weight Socket
125.250HPL 1x250W HPL 5,00 kg E40
125.250HPI 1x250W HPI 5,00 kg E40
125.250SON 1x250W SON 5,00 kg E40
125.400HPL 1x400W HPL 6,00 kg E40
125.400HPI 1x400W HPI 6,00 kg E40
125.400SON 1x400W SON 6,00 kg E40

Pendent luminaire for metal halide or sodium lamp. Body and reflector 
are made of aluminium. All RAL colours are available.

DLN V PND 350

Pendent luminaire for compact fluorescent lamps. Body and reflector 
are made of aluminum. All RAL colours are available. Standard EVG 
ballast, 1-10V dimmable or DALI ballast on request.

Index no. Lamp Weight Socket
0000-003802.226E EVG, 2x26W TC-DEL 2,16 kg G24q - 3
0000-003802.226ED EVG DIM, 2x26W TC-DEL 2,16 kg G24q - 3
0000-003802.232E EVG, 2x32W TC-TEL 2,16 kg GX24q - 3
0000-003802.232ED EVG DIM, 2x32W TC-TEL 2,16 kg GX24q - 3
0000-003802.242E EVG, 2x42W TC-TEL 2,16 kg GX24q - 4
0000-003802.242ED EVG DIM, 2x42W TC-TEL 2,16 kg GX24q - 4
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GOT 560 MGA

Index no. Lamp Weight Socket
127.70V VVG, 1x70W CDM-T 5,50 kg G12
127.70E EVG, 1x70W CDM-T 4,50 kg G12
127.150V VVG, 1x150W CDM-T 6,00 kg G12
127.150E EVG, 1x150W CDM-T 5,00 kg G12

Pendent luminaire for CDM-T or SDW-TG lamp. Body is made of 
aluminium. All RAL colours are available. Reflector - acrylic.

GOT 500

Index no. Lamp Weight Socket
126.400HPL 1x400W HPL 6,00 kg E40
126.400HPI 1x400W HPI 6,00 kg E40
126.400SON 1x400W SON 6,00 kg E40

Pendent luminaire for metal halide or sodium lamp. Body is made of 
aluminium. All RAL colours are available. Reflector - acrylic.
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Indoor - Pendent Luminaires

GNEW YORK

Index no. Lamp Weight Socket
0000-002674.1PAR30 1xPAR30 5,70 kg E27

DLN V PND 310 TRACK

Index no. Lamp Weight Socket
0000-002675.213E EVG, 2x13W TC-DEL 1,70 kg G24q-1
0000-002675.218E EVG, 2x18W TC-DEL 1,70 kg G24q-2
0000-002675.226E EVG, 2x26W TC-DEL 1,70 kg G24q-3

Pendent luminaire for PAR30 lamp (metal halide or sodium on request). 
Body is made of aluminium. All RAL colours are available.

Track mounted luminaire for compact fluorescent lamp. Body is made 
of aluminium. All RAL colours are available. Reflector - acrylic.
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Indoor - Pendent Luminaires

GEXPANS PLUS PND 1

Index no. Lamp Weight Socket
133.113V VVG, 1x13W TC-D 2,50 kg G24d - 1
133.113E EVG, 1x13W TC-DEL 2,40 kg G24q - 1
133.118V VVG, 1x18W TC-D 2,60 kg G24d - 2
133.118E EVG, 1x18W TC-DEL 2,50 kg G24q - 2
133.126V VVG, 1x26W TC-D 2,90 kg G24d - 3

EXPANS PLUS PND 2

Index no. Lamp Weight Socket
134.113V VVG, 1x13W TC-D 2,50 kg G24d - 1
134.113E EVG, 1x13W TC-DEL 2,40 kg G24q - 1
134.118V VVG, 1x18W TC-D 2,60 kg G24d - 2
134.118E EVG, 1x18W TC-DEL 2,50 kg G24q - 2
134.126V VVG, 1x26W TC-D 2,90 kg G24d - 3

Pendent luminaire for compact fluorescent lamp. Body is made of steel 
and aluminium-available in different RAL colours. 

Pendent luminaire for compact fluorescent lamp. Body is made of steel 
and aluminium-available in different RAL colours. 
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Indoor - Pendent Luminaires

GEXPANS PLUS CDM PND 1

Index no. Lamp Weight Socket
220.35E EVG, 1x35W CDM-T 2,80 kg G12
220.70E EVG, 1x70W CDM-T 2,80 kg G12

Index no. Lamp Weight Socket
259.335E EVG, 3x35W CDM-T 7,40 kg G12
259.370E EVG, 3x70W CDM-T 7,40 kg G12
259.3QR111 EVG, 3xQR111 6,50 kg G53
259.135E+2QR111 EVG, 1x35W CDM-T, 2xQR111 6,90 kg 1xG12+2xG53
259.235E+1QR111 EVG, 2x35W CDM-T, 1xQR111 7,20 kg 2xG12+1xG53
259.170E+2QR111 EVG, 1x70W CDM-T, 2xQR111 6,90 kg 1xG12+2xG53
259.270E+1QR111 EVG, 2x70W CDM-T, 1xQR111 7,20 kg 2xG12+1xG53

GOT OCEAN SPOT 3H PND

Pendent luminaire for metal halide lamp. Body is made of steel and 
aluminium-available in different RAL colours. 

Pendent luminaire for metal halide or QR111 lamps. Body is made of 
steel and aluminium - available in different RAL colours. Standard 
length of suspension set - 1m.
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Index no. Lamp Weight Socket
350.435E EVG, 4x35W CDM-T 9,25 kg G12
350.470E EVG, 4x70W CDM-T 9,25 kg G12
350.4QR111 EVG, 4xQR111 6,25 kg G53
350.235E+2QR111 EVG, 2x35W CDM-T, 2xQR111 8,40 kg G12+G53
350.270E+2QR111 EVG, 2x70W CDM-T, 2xQR111 8,40 kg G12+G53

GOT OCEAN SPOT 4H PND

Index no. Lamp Weight Socket
0000-002678.435E EVG, 4x35W CDM-R111 8,90 kg GX 8,5
0000-002678.470E EVG, 4x70W CDM-R111 8,90 kg GX 8,5
0000-002678.4QR111 EVG, 4xQR111 7,90 kg G53

Pendent luminaire for metal halide or QR111 lamps. Body is made of 
steel and aluminium - available in different RAL colours. Standard 
length of suspension set - 1m.

Pendent luminaire for metal halide or QR111 lamps. Body is made of 
steel and aluminium - available in different RAL colours. Standard 
length of suspension set - 1m.

GOT OCEAN SPOT 4H PND L
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Index no. Lamp Weight Length Socket
0000-001940.435V VVG, 4x35W CDM-T 14,75 kg 1600 mm G12
0000-001940.470V VVG, 4x70W CDM-T 14,75 kg 1600 mm G12
0000-001940.435E EVG, 4x35W CDM-T 14,75 kg 1600 mm G12
0000-001940.470E EVG, 4x70W CDM-T 14,75 kg 1600 mm G12

GOT OCEAN VSK

BEMO SYSTEM

Index no. Lamp Weight Socket
0000-002405.335E EVG, 3x35W CDM-T 29,00 kg G12
0000-002405.370E EVG, 3x70W CDM-T 29,00 kg G12
0000-002405.3150E EVG, 3x150W CDM-T 29,00 kg G12

Pendent luminaire for CDM-T lamps. Body is made of steel and 
aluminium profile. All RAL colours are available. Standard length of 
suspension set - 1m. 

Pendent luminaire for CDM-T lamps. Body is made of steel and 
aluminium profile.  All RAL colours are available. Different combination 
of luminaires possible.
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Indoor - Pendent Luminaires

GBEMO PND

Index no. Lamp Weight Socket
0000-002679.235E + 218E EVG, 2x35W CDM-T + 2x18W TC-L 6,90 kg G12, 2G11
0000-002679.270E + 218E EVG, 2x70W CDM-T + 2x18W TC-L 6,90 kg G12, 2G11

LUX STYL

Index no. Lamp Weight Socket
0000-002450.435E EVG, 4x35W CDM-R111 21,00 kg GX 8,5
0000-002450.470E EVG, 4x70W CDM-R111 21,00 kg GX 8,5
0000-002450.635E EVG, 6x35W CDM-R111 29,00 kg GX 8,5
0000-002450.670E EVG, 6x70W CDM-R111 29,00 kg GX 8,5

Pendent luminaire for metal halide and compact fluorescent lamps. 
Body is made of steel and aluminium - available in different RAL 
colours. Standard length of suspension set - 1m. 

Pendent luminaire for metal halide or halogen lamps. Body is made of 
steel and acrylic. All RAL colours are available. Different combination of 
luminaires possible. Standard length of suspension set - 1m. 
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RIMI SPECIAL

Index no. Lamp Weight Socket Length
0000-002455.235E EVG, 2x35W T5 10,00 kg G5 1500 mm
0000-002455.249E EVG, 2x49W T5 10,00 kg G5 1500 mm
0000-002455.280E EVG, 2x80W T5 10,00 kg G5 1500 mm

Index no. Lamp Weight Length Socket
0000-003444.128E EVG, 1x28W T5 3,90 kg 1208 mm G5
0000-003444.154E EVG, 1x54W T5 3,90 kg 1208 mm G5
0000-003444.135E EVG, 1x35W T5 3,90 kg 1508 mm G5
0000-003444.149E EVG, 1x49W T5 3,90 kg 1508 mm G5
0000-003444.180E EVG, 1x80W T5 3,90 kg 1508 mm G5
0000-003444.228E EVG, 2x28W T5 3,90 kg 1208 mm G5
0000-003444.254E EVG, 2x54W T5 3,90 kg 1208 mm G5
0000-003444.235E EVG, 2x35W T5 3,90 kg 1508 mm G5
0000-003444.249E EVG, 2x49W T5 3,90 kg 1508 mm G5
0000-003444.280E EVG, 2x80W T5 3,90 kg 1508 mm G5

L

ECO TEC PL

Pendent luminaire for T5 linear lamps. Body is made of steel and 
aluminium. All RAL colours are available. 

Pendent direct/indirect luminaire for T5 linear lamps. Body is made of 
steel and aluminium. All RAL colours are available. Optics - glossy or mat 
parabolic louver. Standard EVG ballast, dimmable 1-10V or DALI ballast 
on request. Standard length of suspension set - 1m. 
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Indoor - Pendent Luminaires

GJANETTE

Index no. Lamp Weight Socket
0000-001667.328E EVG, 3x28W T5 5,70 kg G5
0000-001667.354E EVG, 3x54W T5 5,70 kg G5

PERFIX

Index no. Lamp Weight Socket
606.236 V VVG, 2x36W T8 5,10 kg G13
606.236 E EVG, 2x36W T8 4,90 kg G13

Pendent direct/indirect luminaire for T5 linear lamps. Body is made of 
steel and aluminium. All RAL colours are available.

Pendent direct/indirect luminaire for T8 or T5 linear lamps. Body is 
made of steel and aluminium. All RAL colours are available.
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Indoor - Pendent Luminaires

GSPUTNIK 500

Index no. Lamp Weight Socket
0000-002687.424E EVG, 4x24W PLL 8,00 kg 2G11

Index no. Lamp Weight Socket
227.455E EVG, 4x55W PLL 10,60 kg 2G11
227.455ED EVG DIM, 4x55W PLL 10,60 kg 2G11

SPUTNIK 720

Pendent luminaire for PLL lamps. Body is made of steel and aluminium. 
All RAL colours are available.

Pendent luminaire for PLL lamps. Body is made of steel and aluminium. 
All RAL colours are available.



563
Indoor - Pendent Luminaires

G



564
Indoor - Pendent Luminaires

G



565
Indoor - Pendent Luminaires

G



566
Indoor - Pendent Luminaires

GSPUTNIK 720 PLUS

Index no. Lamp Weight Socket
611.455E + 4QR111 EVG 4x55W TC-L + 4xQR111 18,00 kg 2G11, G53
611.455E + 435E EVG 4x55W TC-L + 4x35W CDM-R 111 18,00 kg 2G11, GX8,5
611.455E + 470E EVG 4x55W TC-L + 4x70W CDM-R 111 19,00 kg 2G11, GX8,5

Pendent luminaire for PLL and QR111 or CDM-R111 lamps. Body is 
made of steel and aluminium. All RAL colours are available.

SPUTNIK 900

Pendent luminaire for PLL lamps. Body is made of steel and aluminium. 
All RAL colours are available.

Index no. Lamp Weight Socket
0000-003532.421E EVG, 4x21W T5 14,00 kg G5
0000-003532.421ED EVG DIM, 4x21W T5 14,00 kg G5
0000-003532.439E EVG, 4x39W T5 14,00 kg G5
0000-003532.439E EVG DIM, 4x39W T5 14,00 kg G5
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TES

Index no. Lamp Weight Socket
0000-002411.535E EVG, 5x35W CDM-T 15,00 kg G12
0000-002411.570E EVG, 5x70W CDM-T 15,00 kg G12

MIRRAGE

Index no. Lamp Weight Socket
0000-002519.1150 1x150W halogen 3,50 kg B15d

Pendent luminaire for halogen lamp. Body is made of steel and 
aluminium. All RAL colours are available.

Pendent luminaire for metal halide lamps. Body is made of steel and 
aluminium. All RAL colours are available.
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Indoor - Pendent Luminaires

GBULLET

Different types of coating are possible - 
powder painting in different RAL colours 
or anodizing.

Index no. Lamp Weight Socket
0000-002807.114E EVG, 1x14 PL-R Eco 1,50 kg GR14q
0000-002807.117E EVG, 1x17 PL-R Eco 1,50 kg GR14q

PAKO

Index no. Lamp Weight Socket
0000-002193.118E EVG, 1x18W TC-DEL 2,00 kg G24q-2
0000-002083.135E EVG, 1x35W CDM-T 2,60 kg G12
0000-002083.170E EVG, 1x70W CDM-T 2,60 kg G12

Pendent luminaire for compact fluorescent lamp. Body is made of steel 
and aluminium. All RAL colours are available.

Pendent luminaire for compact fluorescent lamp. Body is made of steel 
and aluminium. All RAL colours are available.

21
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Indoor - Pendent Luminaires

GGT TUBE

Index no. Lamp Weight Socket
531.314E EVG, 3x14W T5 5,50 kg G5
531.324E EVG, 3x24W T5 5,50 kg G5

GT TUBE PLUS

Index no. Lamp Weight Length Socket
532.314E + 235E EVG, 3x14W T5 +2xCDM-T 35W EVG 8,50 kg 1000 mm G-5, G-12
532.314E + 270E EVG, 3x14W T5 +2xCDM-T 70W EVG 8,50 kg 1000 mm G-5, G-12
532.324E +235E EVG, 3x24W T5 +2xCDM-T 35W EVG 8,50 kg 1000 mm G-5, G-12
532.324E + 270E EVG, 3x24W T5 +2xCDM-T 70W EVG 8,50 kg 1000 mm G-5, G-12

Pendent luminaire for T5 linear lamps. Body is made of steel, aluminium 
and acrylic tube.  All RAL colours are available.

Pendent luminaire for T5 and CDM-T lamps. Body is made of steel, 
aluminium and acrylic tube.  All RAL colours are available.
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Indoor - Pendent Luminaires

GLIGHT TUBE

Index no. Lamp Weight Socket
0000-002786.126E EVG, 1x26W TC-DEL 7,00 kg G24q - 3
0000-002786.132E EVG, 1x32W TC-TEL 7,00 kg GX24q - 3
0000-002786.142E EVG, 1x42W TC-TEL 7,00 kg GX24q - 4
0000-002786.114E EVG, 1x14W PLR-Eco 7,00 kg GR14q
0000-002786.117E EVG, 1x17W PLR-Eco 7,00 kg GR14q

DLN GOT DN 185 SP

Pendent luminaire for compact fluorescent lamp. Body is made of steel 
and aluminium. All RAL colours are available.

Pendent luminaire for CDM-T or SDW-TG lamp. Body is made of steel 
and aluminium. All RAL colours are available.

Index no. Lamp Weight Socket
0000-003458.170E EVG, 1x70W CDM-T 3,00 kg G12
0000-003458.1150E EVG, 1x150W CDM-T 3,00 kg G12
0000-003458.1100E EVG, 1x100W SDW-TG 3,00 kg GX12-1
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Indoor - Pendent Luminaires

GAK - TUBE

Index no. Lamp Weight Socket
0000-002105.218E EVG, 2x18W TC-DEL 2,80 kg G24q-2
0000-002105.226E EVG, 2x26W TC-DEL 2,80 kg G24q-3
0000-002105.232E EVG, 2x32W TC-TEL 2,80 kg GX24q-3
0000-002105.242E EVG, 2x42W TC-TEL 2,80 kg GX24q-4

SUPRA PND

Index no. Lamp Weight Socket
0000-002139.155E EVG, 1x55W TL-5C 4,90 kg 2GX13

Pendent luminaire for round T5 lamp. Body is made of steel and 
aluminium. All RAL colours are available. Special version with central 
CDM-R111 or QR111 in on request.

Pendent luminaire for compact fluorescent lamps. Body is made of 
steel, aluminium and acrylic tube. All RAL colours are available.
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Indoor - Pendent Luminaires

GKING SIZE PND

Index no. Lamp Weight   Length Socket
0000-001860.114E EVG, 1x14W T5 1,50 kg 1510 mm G5
0000-001860.124E EVG, 1x24W T5 1,50 kg 1510 mm G5
0000-001860.121E EVG, 1x21W T5 1,50 kg 1810 mm G5
0000-001860.139E EVG, 1x39W T5 2,00 kg 1810 mm G5
0000-001860.128E EVG, 1x28W T5 2,00 kg 2110 mm G5
0000-001860.154E EVG, 1x54W T5 2,00 kg 2110 mm G5
0000-001860.135E EVG, 1x35W T8 3,00 kg 2410 mm G5
0000-001860.149E EVG, 1x49W T5 3,00 kg 2410 mm G5
0000-001860.180E EVG, 1x80W T5 3,00 kg 2410 mm G5

TUBE LIGHT

Index no. Lamp Weight Socket
0000-002512.135E EVG, 1x35W T5 4,00 kg G5
0000-002512.149E EVG, 1x49W T5 4,00 kg G5
0000-002512.180E EVG, 1x80W T5 4,00 kg G5

Pendent luminaire for T5 linear lamp. Body is made of steel, aluminium 
and acrylic tube.  All RAL colours are available.

Pendent luminaire for T5 linear lamp. Body is made of steel, aluminium 
and acryclic tube. All RAL colours are available.
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Index no. Lamp Weight Socket
236.1100.218V + 236V VVG, 2x18W + 2x36W T8 20,00 kg G13
236.1100.218E + 236E EVG, 2x18W + 2x36W T8 19,00 kg G13
236.1100.339E + 424E EVG, 3x39W + 4x24W T5 20,00 kg G5

PLAFO 1100 PND

PLAFO 1250 PND UP/DN

Index no. Lamp Weight Socket
0000-002418.1250.354E + 439E + 214E EVG, 3x54W T5 + 4x39W T5 + 2x14W T5 29,00 kg G5

1250

Pendent luminaire for linear T8 or T5 lamps. Body is made of steel 
and aluminium. All RAL colours are available. In T8 version please use 
Osram Luminux 36W lamps (L=970mm).

Pendent direct/indirect luminaire for T5 lamps. Body is made of steel 
and aluminium. All RAL colours are available. 
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Indoor - Pendent Luminaires

GFOYER 1600

Index no. Lamp Weight Socket
0000-002688.839E + 824E EVG, 8x39W + 8x24W T5 75,00 kg G5

FOYER 2500

Index no. Lamp Weight Socket
0000-002689.1639E EVG, 16x39W T5 85,00 kg G5

Pendent luminaire for T5 linear lamps. Body is made of steel and 
aluminium. All RAL colours are available. 

Pendent luminaire for T5 linear lamps. Body is made of steel and 
aluminium. All RAL colours are available. 
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Indoor - Pendent Luminaires

GID PENDLE 900

ID PENDLE 1200

12
00

Index no. Lamp Weight Socket
0000-003482.421E EVG, 4x21W T5 10,00 kg G5
0000-003482.439E EVG, 4x39W T5 10,00 kg G5

Index no. Lamp Weight Socket
0000-003566.428E EVG, 4x28W T5 15,00 kg G5
0000-003566.454E EVG, 4x54W T5 15,00 kg G5

Pendent luminaire for T5 linear lamps. Body is made of steel and 
aluminium. All RAL colours are available. 

Pendent luminaire for T5 linear lamps. Body is made of steel and 
aluminium. All RAL colours are available. 
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Indoor - Pendent Luminaires

GSYSTEM MD-PL

Index no. Lamp Weight Socket
0000-001923.428E + 350 EVG, 2x2x28W T5 + 3x50 W 21,00 kg G5, GU5,3 
0000-001923.454E + 350 EVG, 2x2x54W T5 + 3x50 W 21,00 kg G5, GU5,3 

SYSTEM MD-AB

Index no. Lamp Weight Socket
0000-001924.428E + 350 EVG, 2x2x28W T5 + 3x50 W 21,00 kg G5, GU5,3 
0000-001924.454E + 350 EVG, 2x2x54W T5 + 3x50 W 21,00 kg G5, GU5,3 

Pendent luminaire for T5 linear and halogen lamps. Body is made 
of steel and aluminium. All RAL colours are available. Other length 
or lamp configuration on request.

Surface mounted luminaire for T5 linear and halogen lamps. Body 
is made of steel and aluminium. All RAL colours are available. 
Other length or lamp configuration on request.
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Indoor - Pendent Luminaires

GLUXI CHANDELIER

Index no. Lamp Weight Socket
0000-002683.1035E 10x75W 220,00 kg B15d

Custom-made pendent luminaire for halogen or metal halide lamps. 
Body is made of steel and aluminium. All RAL colours are available. 

Index no. Lamp Weight Socket
0000-002604.480E EVG, 4x80W T5 40,00 kg G-5

SPUTNIK 1600

Pendent luminaire for T5 lamps. Body is made of steel and aluminium. 
All RAL colours are available.
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Indoor - Pendent Luminaires

GNURA

Index no. Lamp Weight Socket
0000-002388.170E EVG, 1x70W CDM-T 3,50 kg G12
0000-002388.1150E EVG, 1x150W CDM-T 3,80 kg G12

Pendent luminaire for metal halide or sodium lamp. Body is made of 
aluminium. All RAL colours are available.

Index no. Lamp Weight Socket
0000-003455.1E27 1xE27 5,00 kg E27

DECOSHINE

Pendent luminaire with E27 lampholder. Body is made of steel and can 
be painted in all RAL colours or finished in chrome. Standard length of 
suspension set - 1,5 m. 
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Indoor - Pendent Luminaires

GSYSTEM VL OP

Pendent luminaire for T5 linear lamps. Body is made of steel and 
aluminum and is available in all RAL colours. Diffuser - opal acrylic 
plate. Standard EVG ballast, 1-10V dimmable or DALI ballast on 
request. 

Pendent luminaire for T5 linear and QR 111 lamps. Body is made of steel 
and aluminum and is available in all RAL colours. Double parabolic louver 
can be glossy or mat. Standard EVG ballast, 1-10V dimmable or DALI 
ballast on request. 

Index no. Lamp Weight Socket
0000-003702.254E EVG, 2x54W T5 6,58 kg G5
0000-003702.228 EVG, 2x28W T5 6,58 kg G5

SYSTEM VL MIX

Index no. Lamp Weight Socket
0000-0003794.114E+475E EVG, 1x14W T5 + 4x75W QR111 7,00 kg G5
0000-0003794.124E+475E EVG, 1x24W T5 + 4x75W QR111 7,00 kg G5
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Indoor - Pendent Luminaires

GNEW LINE NET - X3

Index no. Lamp Weight Socket Length
0000-002684.336E EVG, 3x36W T8 11,00 kg G13 1300 mm
0000-002684.358E EVG, 3x58W T8 15,00 kg G13 1600 mm

Index no. Lamp Weight Socket Length
354.236V VVG, 2x36W T8 8,00 kg G13 1300 mm
354.236E EVG, 2x36W T8 7,55 kg G13 1300 mm
354.236ED EVG DIM, 2x36W T8 7,55 kg G13 1300 mm
354.258V VVG, 2x58W T8 8,00 kg G13 1600 mm
354.258E EVG, 2x58W T8 7,55 kg G13 1600 mm
354.258ED EVG DIM, 2x58W T8 7,55 kg G13 1600 mm

NEW LINE NET

Pendent or surface mounted luminaire for T5 or T8 lamps. Body is 
made of steel and aluminium. Application - gymnastic halls. All RAL 
colours are possible.

Pendent or surface mounted luminaire for T5 or T8 lamps. Body is 
made of steel and aluminium. Application - gymnastic halls. All RAL 
colours are possible.
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Indoor - Pendent Luminaires

GPROFIX SYSTEM

SYSTEM QUAZI PND

Index no. Lamp Weight Length Socket
0000-002685.136E EVG, 1x36W T8 3,50 kg 1200 mm G13
0000-002685.158E EVG, 1x58W T8 4,50 kg 1500 mm G13
0000-002685.154E EVG, 1x54W T5 3,00 kg 1200 mm G5 
0000-002685.149E EVG, 1x49W T5 4,00 kg 1500 mm G5 

Index no. Lamp Weight Socket
0000-002648.635V VVG, 6x35W CDM-T 23,50 kg G12
0000-002648.635E EVG, 6x35W CDM-T 15,50 kg G12
0000-002648.670V VVG, 6x70W CDM-T 23,50 kg G12
0000-002648.670E EVG, 6x70W CDM-T 15,50 kg G12
0000-002648.6150V VVG, 6x150W CDM-T 27,50 kg G12
0000-002648.6150E EVG, 6x150W CDM-T 17,50 kg G12
0000-002648.QR111 6xQR111 13,10 kg G53

Pendent system designed for custom-made lighting solutions. Different 
lenghts, are possible. Light source - T5 or T8 linear lamp. Body is made 
of aluminium profile, and can be painted in any RAL colour. 

Surface mounted or pendent system designed for custom-made 
lighting solutions. Different lengths, shapes, sizes and combinations of 
light sources are possible (CDM-T, CDM-R111, QR111). Body is made of 
steel and aluminium, and can be painted in any RAL colour. 
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